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Parts Catalogs On RIDGID Work Saver Tools or Machines Furnished On Request: 


These manuals illustrating parts for Hand Tools and Machines are available on request. Use these Parts Manuals, which cover 
all tools listed in this catalog, for ordering the exact parts wanted. Be sure and give model number and size of tool for which the 
part is being ordered, as well as any other data that will help us avoid error in filling the order. Estimates on repairs and prices 
on repair parts will be gladly furnished upon receipt of tool at our factory. Return all tools by prepaid transportation. 


Additional Literature Available On Request: 


Machinists’ Vise Catalog; RIDGID/Kollmann Pipe and Drain Cleaning Equipment Catalog; Direct Mail Stuffers. 
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We recommend you rely on your distributor for 
the complete line of RIDGID tools, parts, service 
and information. 


Your RIDGID distributor. . . 


m keeps you competitive with the latest products 
for your industry. 

w buys from hundreds of suppliers, so you can 
buy from just one. 

= helps get you back in business fast when you 
need parts or service. 


@ manages traffic so you get the goods on time at 
least cost. 


@ warehouses for you, saves you capital, in- 
surance, overhead. 


gs helps you avoid downtime with on-the-spot 
technical advice. 

= simplifies your record-keeping — one billing 
for your multitude of needs. 


m= keeps your overhead down because he has 
what you need when you need it. 


m brings technical aid to your staff to simplify 
and solve your problems. 


mis your up-to-date source on the latest 
technical developments. 


@ guarantees your buying power with hundreds 
of suppliers. 


RIDGID® 
_FULL LIFETIME WARRANTY 


If this housing ever breaks 
or distorts, return to The Ridge 
Tool Co. for free replacement 


The Ridge Tool Company 
Elyria, Ohio 44035 


This label appears on all the following 
RIDGID wrenches and pipe cutters: 
Straight, End, Raprench, Aluminum Han- 
dle Straight and Offset, Compound 
Leverage and Vertical Pipe Wrenches; 
Straight, and Offset Hex Wrenches; Nos. 
1-A, 2-A, 202, 3-S, 4-S, 6-S, 42-A, 44-S, 
466C, 468C, 472C, 466S, 468S and 472S 
Pipe Cutters. 


RIDGID Pre-Tested Work Saver Tools 


RIDGID Straight Pipe Wrenches 


The original heavy-duty pipe wrench. Ten Sizes, 6” through 60”. 


These, the world’s most popular pipe wrenches, are known for the brutal punishment 
they can take because of their extra, built-in toughness. Before shipment every wrench 
is work tested. Replaceable jaws are made of hardened alloy steel. Full-floating hook 
jaw assures instant grip . . . easy release. Spring suspension eliminates chance that 
jaws could jam or lock on pipe. Handy pipe scale and large, easy-to-spin adjusting 
nut give fast, one-hand setting to pipe size. Comfort-grip, malleable iron I-beam handle 
has convenient hang-up hole. 


RIDGID Aluminum Handle Straight Pipe Wrenches 


Six Sizes, 10” through 48” 


Aluminum handles make these new RIDGID heavy-duty straight pipe wrenches almost 
40% lighter than similar wrenches with malleable iron handles. Jaws and other parts 
are identical to those of other RIDGID pipe wrenches described on this page . . . offer 
the same durability and ease of use. 


RIDGID End Pipe Wrenches RIDGID Raprench 
Eight Sizes, E-6” through E-36” 10” Size Only 


Designed with an offset jaw, these RIDGID End-Pattern 


Wrenches assure a faster, easier-to-get grip and a longer This RIDGID Raprench has a special hook jaw housing 
handle swing when used for pipe work close to a wall, in that is deeper and broader to create a smooth, flat surface. 
tight quarters or on closely spaced parallel lines. You'll get This broad surface plus added head weight makes the 
all the regular quality features that have made the RIDGID Raprench ideal for occasional hammering use. As a wrench, 
Straight Pipe Wrenches famous, the first choice of pipe it offers all the same outstanding qualities found in all 
pros all over the world. RIDGID Heavy-Duty Wrenches. 

RIDGID Straight & End Pipe Wrenches RIDGID Pipe Wrench Parts 


Handle Assembly Includes Heel Jaw, 
Pin, Flat and Coil Spring 


Straight nd Aluminum Handle Straight F) 
y A (See column at left for capacities) Hi) 
< i dl Pipe Wt. Ibs. Wt. Ibs. Wt. Ibs. Wt. Ibs. —— 
X Capacity 6 to Box Wrench No. 6 to Box Y 


Straight Handle Assembly, Incl. Aluminum 


2% 


810 (10") 


End Handle Assembly 


14" E-14" | 2" 34, 22", 814 (14") 215 14, 
| 18” F-18” 2y," 5%, 353), 818 (18") 3%, 223), Raprench Handle Assembly 
24" E-24" 3” | 9% | 59% | 824 (24") 6 37 


836 (36") 
848 (48") 


a’ 


” ” V), AANA 
60 1 =! J 2 ee ee ee Heel Jaw 
[ 10” Raprench 14" 1%, 11, Hoole daw & Pin 
Wrenches packed 6 to a box in sizes 6” through 24”; larger sizes individually wrapped je + Coil & Flat @ 
_ £ . Spring 
— (Sold as set only) Nut 
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RIDGID Pre-Tested Work Saver Tools 


RIDGID Aluminum Handle 


Featuring a jaw opening parallel to lightweight aluminum 
handle, these wrenches are almost 50% lighter, but just as 
strong as regular RIDGID Wrenches of the same size. 
Hook jaw head is narrower to give easy entry into tight 
spots. Combination of light aluminum handle and forward 
facing jaw makes overhead or tight quarter work fast and 
easy. Adjusting nut turns easily for fast size adjustment. 
Jaws are made of strong alloy steel, then hardened. 


eae ae 
Capacity each 6 to Box 

18” iq" through 21,” 

P24" |e" through 3" 8 


RIDGID Heavy-Duty 


Chain Wrenches 


The unique design of these rugged wrenches 
makes it easier to work in extra close quarters. 
Fast ratchet-like action lets you work from either 
side. Hardened alloy steel jaws are replaceable. 
Tempered steel chain is held securely in double 
lock grips for extra dependability. Comfort-grip handle has 
handy hang-up hole. 


2” 5" 
2," 5" 
7 5" 
ay," 


RIDGID Light-Duty 
Chain Wrench 


Here’s an extra-handy, lightweight utility chain 
wrench. Double-jaw gives fast, ratchet-like action 
in either direction. Flexible chain slips through 
tightest quarters. You get a tight grip on all shapes without 
crushing. Locking and releasing are quick and easy with 
handy grab ring. One-piece forged alloy steel handle and 
jaw. This tool has an actual capacity equal to other chain 
wrenches with similar chain length. 


Actual O.D. Chain 
Capacity Length 


4” | 15%; P 
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RIDGID Strap Wrenches 


Three Sizes: 1," through 5” 


These are ideal wrenches when you're working with any 
polished pipe. Sturdy, woven nylon strap gives you a tight 
grip but will not mar the finish. Strap adjustment is fast and 
easy. Head and |-beam handle are one solid piece. Strap 
easily replaced. Two models available for plastic pipe, 
strap is polyurethane-coated to prevent marring of pipe. 


Pipe 
Capacity 


*For plastic pipe. 
Replacement Straps: 
NOe Wl cacao acessories Width and Length '" x 17” 


No. 2... ..Width and Length 14" x 17” — extra length 30” 
NO oP aicssbsscrnccnteasrencarceririnisnimcccenationss Width and Length 1')," x 17” 
No. 5... ...Width and Length 1%," x 29%," — extra length 48” 
No. 5- Width and Length 1%,” x 29%," 


Extra length straps without loop on request. 


RIDGID 


Compound Leverage 
Pipe Wrenches 


Four Sizes: 2” through 8” 
Here’s a wrench that lets one man do the work of 
9 two. Short handle makes it easy to get at frozen 

g joints even in tight quarters. Turning force of 
wrench is multiplied by compound leverage. Correct place- 
ment of trunnion lets you tighten or loosen right or left 
hand threaded joints . . with pipe on either side of 
fitting. Replaceable jaws are hardened alloy steel. 


Pipe . Ibs. Pipe 
Capacity Capacity 


Handle and full-floating hook jaw are made of special heat- 
treated steel. Handy pipe scale on hook jaw speeds size 
setting. Located in the frame, cone-coil safety spring for 
hook jaw replaces exposed flat spring. 
es" | ees |Wt. Ibs. | Wt. Ibs. 
Size Capacity | Each | 6 to Box 
3” | %," 
10” 1% 8, 


Wrench Pipe Wt. Ibs. 
Size 6 to Box 


24” | 21" a | 47% 


Page 5 


RIDG|ID Pre-Tested Work Saver Tools 


RIDGID 


Basin 
Wrenches 


A) RIDGID No. 1010 Basin Wrench Has Solid 10” Shank 
B) RIDGID Nos. 1017 and 1019 Basin Wrenches Have 
Telescopic Shanks for 4 Lengths from 10” through 17”. 


Forged alloy jaws of Nos. 1010 and 1017 Wrenches are 
spring loaded to grip nuts from %" through 11/," across 
flats. Larger jaws of No. 1019 grip all nuts 1%," through 
2" across flats. You get fast, one-hand, ratcheting oper- 
ation in tight spots. Tension plug holds head in any 
position up to 90° angle. Handle and shank are chrome 
plated. Stainless steel spring assures firm grip after posi- 
tioning jaws on nut. Telescopic shanks on Nos. 1017 and 
1019 are quickly adjusted to desired length and held there 
by spring loaded pin. 


Length Capacity 


~~ 


Nuts 34" through 11,” 
across flats 

Nuts 14," through 2!/,” 
across flats 


RIDGID No. 342 
Internal Wrench 


One Size: ¥/," through 2” 


Made of high strength steel and plated, this wrench 

gives sure grip on hollow work. Holds closet spuds 

and bath, basin and sink strainers through 2”. Also 

handy when installing or extracting 1” through 2” 
nipples without damage to threads. Jaws expand by eccen- 
tric action and are reversible for various sizes. Sliding, 
reversible handle makes it ideal for close quarter work. 


ee 
Pipe Capacity | Wt. Ibs. Each 


| 
[ 3)" through 2” 


RIDGID y= 
Adjustable Ae ———) 


Wrenches Eight Sizes: 4” through 24” 


Thin head design speeds work in close quarters. Chrome 
finish stays bright and new looking for years. Design allows 
fast, easy, one-hand adjustment. Comfort-grip, l-beam 
handle has handy hang-up hole. 


1% 


Wrench Number 


Chrome Black Size Capacity 
704 | 904 3 yn 


i + 


706 | _~—«906 
708 908 


a 


710 910 


712 912 


715 915 
718 
724 


RIDGID Spud Wrench, 12” 


Here’s a handy utility monkey 
wrench with rugged construc- 
tion. Narrow jaws fit into tight 
quarters. Hook jaw is drop 
forged, then heat treated. Wt. 
2% Ibs. 


RIDGID Straight Hex Wrench 


Straight: 

Four Sizes 3," through 2” 
Nut Capacity 

Hex jaw design gives multi-sided, secure grip on all hex 
and square nuts, unions, valve packing nuts and even flat- 
head gas cocks. Smooth jaws for plated finish nuts. Off- 
set jaw of end wrench is ideal for work close to walls or 


in tight quarters. 


Max. Jaw 
Nut Opening Handle Wt. Ibs. Wt. Ibs. 
No. Capacity Across Flats | Length Each 6 to Box 
11 | 34" through 3," 1," 8%" | 1A 8, 
L 15 | ie through 1” 13," 113;,” 
17 | 7 "through 11," 24," 141," 
25 | 1” through 2” 3y," 20" 


RIDGID No. E-110 
Offset Hex Wrench 


eC” \ 
Extra-wide-opening offset se 
jaw gives easy-on, secure grip 
on sink and tub drain nuts ... and 
other hard-to-get-at nuts and fittings. 
Thin, smooth jaws slip into tightest places. 


] ] 
Max. Jaw 
Opening |Handle| Wt. Ibs. | Wt. Ibs. 

Across Flats|Length| Each 6 to Box 


Conachy 
| E- 0 Up thru 15" Drain Nuts 2," 


RIDGID No. 16 
Vertical Pipe Wrench 


For Vertical and Horizontal Pipe 
in Close Quarters 

Use especially in hard-to-get-at under- 
ground locations such as gasoline sta- 
tions, sprinkler systems and wells. 
Attaches at right angles to 1" square 
rod or socket wrench extension handle 
by means of 1" hole and set screw. 

[ No. Pipe Capacity | Wt. Ibs. Each ] 
| 16 through 2” 2% | 
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RIDG|ID Pre-Tested Work Saver Tools 


RIDGID Exposed Ratchet 
Drop Head Threaders 


No. 00-R: 14” through 1” No. 111-R: 4" through 14,” 
No. 12-R: 4” through 2” 


The answer to low volume threading needs. Die heads 
lock into ratchet and handle assembly. Heads are easily 
removed when reversible ratchet knob is pulled out. Dies 
can be removed from head and reversed for close-to-wall 
threading. “NPSM straight thread dies are available. See 
“Note” at bottom of page. 


No. 00-R 


Capacity 
6" through 3,” 
Y" through 1” 
4" through 34,” 
44" through 1” 


4” through 3,” 
," through 1” 


No. 111-R 


Capacity Capacity 
'," through 1” /," through 1” 
1" through 1%" 4," through 11," 
3" through 1” 4" through 1” 


3g" through 11," 4,” through 1)," 


No. 12-R 
[ Capacity | Wt. bs. | Capacity 
[__ie" through Wie" | 23% || %" through 2” 
I” through 2” 27 | Vy," through 2” 
|| 14" through 2” 


3," through 2” 30%, 
¥," through 2” 34%), 


“NOTE: Unless otherwise specified standard tapered pipe dies will be 
furnished for conduit. Conduit thread has the same standard specifi- 
cations as tapered pipe thread. Such dies are marked NPT (American 
National Tapered Pipe Thread). 


When straight conduit threads are required, specify dies for Straight 
Pipe Threads. Dies are marked NPSM (American National Straight 
Threads for Mechanical Joints). 
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RIDGID Enclosed Ratchet 
Drop Head Threaders 


tei, 


No. 0-R: 4" through 1” No. 11-R: 4%" through 14,” 


Enclosed ratchet design keeps chips out... . gives these 
threaders extra-smooth and easy action. Arrow on ratchet 
knob indicates direction of reversible ratchet. Die heads 
snap in from either side and push out easily for fast 
changing. Dies can be reversed in heads for close-to-wall 
threading. *NPSM straight thread dies are available. See 


“Note” at bottom of left hand column. 


No. 0-R 
Capacity | Wt. Ibs. | Capacity Wt. Ibs. 
¥" through 3,” 8 \," through 3,” 10! 
} ¥," through 1” 12% 
4," through 3," 1M 
¥." through 1” 13, 
No. 11-R 
Capacity Wt. Ibs. Capacity Wt. Ibs. 
4" through 1” 13 \," through 1” 16 | 
¥," through 1," 16 \" through 1," 183) 
4” through 1” 14), VA" through 1” 17 
¥" through 11," 17% \" through 1!" 20 


Die Heads Complete With Dies, Drop Head Threader Dies and Ratchet 
and Handle Complete. 


4 


M7771] 
aS 
MOTT 
‘A 


WOTTLYTT 
MELTTTTTT] 


Please see RIDGID Price List for complete selection of 
alloy, high speed and special dies for Stainless Steel, RH 
or LH, Die Heads complete . .. Ratchet and Handles com- 
plete. Dies used in RIDGID Drop Head and 3-Way Thread- 
ers are interchangeable size for size. 

Alloy Pipe Dies for copper or brass. (Specify red or yellow brass). 

Combinations not listed above are available, but not packaged in sets 


For Replacement Parts See RIDGID Hand Tool Parts Catalog 
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RIDGID Pre-Tested Work Saver Tools 


RIDGID No. 00-RB 
Ratchet Bolt Threaders 


Die heads lock in quickly. Easy adjustment for oversize and 
undersize thread. Button dies easily changed or reversed to 
thread close to bolt shoulder or head. Dies of special tool 
steel, precision cut. Die Heads fit RIDGID 00-R Ratchet and 
Handle only. National Coarse or Fine threads. Left Hand 
Dies available. 


00-RB Threader Wt. Ibs. 
Complete 4," through 1” with 16th sizes. 

10 Heads with Ratchet and Handle. Sizes (Button Die 

0.D. in paren): %" (1"), %e" (1") 3” (1", 

The" (1"), UY" (1¥A"), a6! sie (yn) 


4 ; 7 a a a 62 a 20 
00-RB Threader 

Complete 4" through 1” less 16th sizes. 

7 Heads with Ratchet and Handle. Sizes (Button Die 

0.D. in paren.): 44" (1"), %" (1”), ih" (1'h"), 

58° (1), 4" (27), He" (2°), (24g) ow ce ancccsucnaaaeusanes 16 


RIDGID 3-Way Pipe Threaders 


- Two Sizes: For 34" through 1” Pipe and Conduit 

These sturdy threaders are instantly ready to cut any of 3 
popular sizes of threads. Each die set is locked in place... 
can't get lost. Dies can be reversed for close-to-wall thread- 
ing. Guide keeps threader straight for true threads every 
time. Two handles make threading easier. Specify pipe, 
conduit, or straight NPSM dies. 


_ Sizes | Webs. _| 
No. 30-A 34”, 1”, 34" | 8, 
No. 31-A 4", %", 1" 10 


| DIES ONLY, 36”, ¥,", 34", 1" 


All Dies for 30-A and 31-A are interchangeable with 0-R, 00-R, 11-R, 
111-R and 12-R Dies, size for size. 
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RIDGID 3-Way Bolt Threaders 


Handy for threading common sizes of bolts or rod. Four 
combinations (see table below). Tool steel button dies easily 
removed — long cutting life and trouble-free service. Ad- 
justable for over or under size threads. 


Sizes | Wt. Ibs. | 
No. 31-B ¥,”, 34", 44" UNCorUNF | 2 
No. 33-B 34”, 44", %" UNCorUNF. | _—«AY, 
No. 35-B ¥,”, %," a UNC orUNF | 3, 
No. 37-B 34", 4”, UNC or UNF | 5 


RIDGID Metal Carrying Case 


For RIDGID 
Drop Head Pipe and Bolt Threaders 


Sturdy steel carrying case. Rust-resistant finish. Handy for 
keeping small die heads and handles where you can find 
them, for 


00-R and 0-R— %" through 1” Threaders. Wt. 71/) Ibs. 
111-R and 11-R— 1%" through 11," Threaders. 

Wt. 73), Ibs. 
12-R— '%" through 2” Threaders. Wt. 13 Ibs. 
00-RB — ¥/," through 1" Bolt Threaders. Wt. 71 Ibs. 


RIDGID Pipe Taps 


Carbon Steel Only — Right Hand 


Made of special carbon tool steel, taps are available with 
American Standard (NPT) right hand taper pipe threads. 


Threads 
Sizes Per Inch Weight 

No. E-5112 for 4" 27 1 07. 
No. E-5113 for \," 18 1%, 02. 
No. E-5114 for 3" 18 3 02. 
No. E-5115 for }4" 14 334 02. 
No. E-5116 for 34" | 14 {7 07. 
No. E-5117 for 1” 114 14 oz. 
No. E-5118 for 1%” 11% 1% Ibs. 
No. E-5119 for 1!" 11Y, a 1% Ibs. 
No. E-5120 for 2” 11, [3% Ibs. | 
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RIDGID Pre-Tested Work Saver Tools 


_ RIDGID 
No. 65R-TC 
Jam-Proof 
Ratchet Threader 


With True-Centering 
Workholder 


True-Centering Workholder 
sets instantly, flip of lever 
tightens all three jaws to- 
gether — true threads even 
on over-or-under size pipe. 
Easy adjustment for drip threads. Threads 1”, 1%", 11," 
and 2” pipe with one set of High-Speed Dies — sets to 
correct size in 8 seconds. Jam-proof — kicks out auto- 
matically — no watching. Right hand only. 


No. 65R-TC Threader, complete with Whale: 
1 S6t Of HIgh. SHEOE DISS... asic s we sirercnencesrisucrermieretesaacn neces «6 27 
No. 65R-TC Threader, complete with 

1 set of D-6805 Dies for J.M. Chemtite Pipe ................. 27 


RIDGID No. 65R-C 
$3) Jam-Proof 
\ Ratchet Threader 


With Cam-Type 
Workholder 

Accurate threads, fast 
and easy on 1", 14%", 
114", 2" pipe, with 1 set of 
High Speed Dies that 
stay in threader. Jam- 
proof drive pawl kicks 
out after thread is cut. Cam-type workholder sets to pipe 
size instantly; takes 2” couplings to thread 2” close nipples. 
Every 65R factory-tested. Threaded sample in each tool. 
Right hand only. 


No. 65R-C Threader, complete with Wt. Ibs. 
Lset of High Speed DieS cs4¢ sas os wsacwmarndwrenaernsrercee ee 25 


RIDGID No. 65R Series Dies 
(Right Hand Only) 


One set precision made 
dies threads all four sizes 
— 1%, 1%", 11%" and 
2” pipe or conduit. 


Wt. Ibs 
No. 65R Dies, High Speed ........... 0... eee vA 
Special Dies for Stainless Steel ...............00.0-.22000-5- y, 
No. D-6805 Carbide Tip Dies for 

LMECHEMUTR Devenny exareceaes sarees sane caan iyi Y, 
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Geared Pipe Threaders 


RIDGID No. 141 


threads 21/.", 3”, 31," 
& 4” Pipe and Conduit 
with one set of dies 


RIDGID No. 161 


threads 4", 47/,",5", & 
6” Pipe and Conduit 
with one set of dies 


Jam-proof for reliable power or hand threading. Drive 
pinion kicks out automatically. Built-in jaw clutch is de- 
signed to prevent jamming and avoid costly repairs and 
delays. Just one set of High-Speed dies threads 4 sizes 
of pipe and conduit. No die sets to change or lose. Die 
size slector plate sets quickly and locks at desired size. 
Easy adjustment for tapered, straight, over or under size 
threads. Fast-action, cam-type workholder sets to size by 
quick turn of collar. Set screw holds work centered for 
true threads. Fully enclosed, protected gear. 


Note: Shipped and priced less Ratchet and Handle. 


RIDGID No. 141 Geared Threader with one set of 
Dies, threads 2',", 3”, 34", 4" pipe and conduit 


No. 141 Dies only, High-Speed 


RIDGID No. 141 Geared Threader with one set of 
No. SD-124 Dies 


No. SD-124 Carbide Tip Dies for J. M. Chemtite Pipe 


RIDGID No. 161 Geared Threader with one set of 
Dies, threads 4”, 44", 5", 6” pipe and conduit 


No. 161 Dies only, High-Speed 


No. 4PJ Geared 
Pipe Threader 


2¥," through 4” Pipe 

Right Hand Only for Tapered 
Pipe Threads. 

Jam-proof threader kicks out automatically. Loop handles 
for easy carrying and use. Plate-type workholder sets to 
size quickly before putting on pipe; only one clamp screw 
to tighten—no bushings. Fully enclosed, protected gear. 


Note: Shipped and priced less Ratchet and Handle. 


RIDGID No. 4PJ with 4 sets of Alloy NPT Tapered 
Pipe Dies, threads 21", 3", 34,", 4" pipe 


4PJ with any 3 sets of Alloy Dies 
4PJ with any 2 sets of Alloy Dies 
4PJ with any 1 set of Alloy Dies 


4PJ Electrical Conduit Threader complete with 4 sets of 
Alloy Dies for NPSM Straight Pipe or Conduit 21," through 4” 


See Page 20 for RIDGID Power Threading Methods and Accessories. 
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Quick-Opening Threaders 


For Use With Power Drives or by Hand 


RIDGID 
No. 504 


For 1” through 2” ~~ 
Pipe and Conduit 


For 14%" through 
2" Bolts 


These Quick-Opening Threaders for use with Power Drives 
feature one set of dies. Easy adjustment for over and 
under size threads. Workholder jaws designed for easy 
centering of pipe help produce dependable, true threads. 
No slow backing off or stopping Power Drive. Quick- 
Opening Threader retracts dies instantly. No lead screw 


to jam. Wt. Ibs 
No. 504 Complete with one set of Alloy Pipe Dies............. 235, 
No. 504 Alloy Pipe Dies, 1" through 2”... 22.0... 2.0. 0.200.. 1% 
No. 504 Special Dies, High Speed for Stainless Steel .......... 1%, 


1%" to 2” Universal Bolt Dies fit No. 504 Threader— See Page 23 


RIDGID 
No. D-1440 Ratchet and Handle 
for No. 4PJ, No. 141 and No. 161 Geared Threaders 


Wt. Ibs. 
10 


Also fits Toledo-Beaver, Nye and Armstrong 
4" Geared Threaders and Cut-Off Tools 


No. 4PJ Dies 


210", 3", 3%", 4" Alloy NPT Tapered Pipe Dies................ 1 
29", 3", 3%", 4" High Speed NPT Tapered Pipe Dies .......... 1 
2", 3", 3%)", 4" Conduit Dies, Alloy, NPSM straight thread 

(Above Dies for Straight Pipe or Electric Conduit) ............. ly, 


Special Grind Dies Available for Aluminum, Stainless, Plastic, 
Wrought Iron, Brass, etc. 


RIDGID Pre-Tested Work Saver Tools 


RIDGID Nos. 1-A & 2-A 
Heavy-Duty Pipe Cutters 


Fast, clean pipe cutting by hand or power. Extra long 
shank protects adjustment threads. Extra large handle for 
quick, easy adjustment. Balanced frame of special mal- 
leable iron. Equipped with tough blade cutter wheel. Can 
convert to 3-wheel. cutter by replacing rollers with cutter 


wheels. Every cutter factory tested to assure proper 
tracking. 
Capacity 
Ye" through 14,” 

2A iq" through 2" Ti | 
RIDGID No. 202 
Wide-Roll Pipe Cutter 4 

7 


Featuring extra wide rolls, these Heavy Duty Cutters are 
especially designed for use with Power Drives. Wide rolls 
prevent cock or wobble of cutter for straight tracking, 
cleaner cuts. 


No. Capacity Wt. Ibs. 
202 ‘,” through 2” Py 


RIDGID Nos. 3-S, 4-S & 6-S 
Heavy-Duty Pipe Cutters 


Capacity 
1” through 3” 
2" through 4" 
4" through 6" 


18% 
24 


——! 
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RIDG|ID Pre-Tested Work Saver Tools 


RIDGID Nos 42-A & 44-S 
Heavy-Duty 4-Wheel Pipe Cutters 


These 4-wheel cutters are designed for work in areas where 
a complete turn is impossible. No. 42-A has short handle 
for use in extra-tight places where only a 130° turn can be 
made. Second handle on No. 44-S makes 2-man leverage 
possible on large pipe sizes. Both are equipped with 4 
Heavy-Duty wheels. 


No. Capacity Wt. Ibs. 
42-A 4" through 2” 7 
44-S 24" through 4” | 20 


RIDGID Quick-Acting Cutters 
for Plastic Pipe 
and 


Push handle to close, press 
release nut to open! All cut 
heavy wall plastic. No. 134-P 
cuts through %," wall 
thickness. Nos. 131-P and 
132-P also cut thin wall PVC 
and flexible plastic with 
special wheel (E-1740). 


Tubing 


Pipe Tubing 
No. Capacity Capacity | Wt. Ibs. 
131-P [ih through 1” '" through 19," 0.D. "p =] 
[132-P 14" through 2” '," through 2%," 0.D. lf 
133-P 4" through 3” \" through 35,” 0.D. 3% 
” 7 7 7 | 
oF eer ete 
g roug [3% rough 6°,” 0.D. 63), 


RIDGID Pipe Cutter Wheels 


| Far 
Wheel For Cast Standard / on Heavy-Duty 
Iron Pipe i Thin Wheel |. Wheel 
| 


Part No Type of Wheel Catalog Numbers for Pipe Cutters For Cutting Seeie 
E1032 | Heavy Duty 360, 820 Steel Pipe 450 
E-1032-S] Specia 360, 820 450 
E-3186 | Heavy Duty 466, 468 & 472 680 
F514 | Thin LA, 1, 2-4, 2, 201, 202, 360 312 
F515 | Thin 3-S, 3. 4-S, 4, 44-S, 44 All 
F-3 Heavy Duty LA, 1, 2-4, 2, 42-A, 42, 201, 202, 360 312 
F229 | Heavy-Duty 3S, 3, 4S, 4, 44-5, 44, 466, 468, 472 4ll 
F-367 | Heavy-Duty 6S, 6, 208 470 
F119 | Special LA. 1, 2-A, 2. 42-A, 42, 201. 202, 360 132 
E-1962 | Special 3-S, 3, 4-S, 4, 466, 468, 472 Cast Iron Pipe 265 
F-383 | Special 65,6 Cast Iron Pipe 265 
E-109 | Special 206 Cast Iron Pipe 3 
E2632 | Special 246 Cast Iron Pipe 
F-3S | Special LA, 1, 2-A, 2, 42-A, 42, 201, 202,360} — Sta 
F-229-S | Special 3S, 3, 4-5, 4, 44-5, 44 Sta 
F-367-S [ Special 6-5, 6 Star 
Note: 1. Cutter Wheels used with Number 1 and 2 Pipe Cutters fit '.” to 2" Nye, Reed, and Trimo Cutter 

2. Cutter Wheels used with Number 3 and 4 Pipe Cutters fit 2° to 4° Nye and Capewell Cutter 

3. Cutter Wheels used on steel can be used on Ductile Iron Pipe 
See RIDGID Hand Tools Parts Catalog for RIDGID Cutter Wheels for other makes of pipe cutters. 
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RIDGID Hinged Pipe Cutters 


" 


Six models for cutting 
4" through 12” pipe 
in tight quarters where 
minimal cutter rotation 
is necessary. 


The RIDGID Hinged Pipe Cutters are designed for rapid 
cutting through cast iron and steel pipe. Each model features 
rugged cast iron frame, long feed handle for better leverage, 
pipe guides for square cuts, closed frame design with easy 
operating latch for quick and positive engagement on pipe, 
four cutter wheels anda pipe handle for applications requiring 
extra leverage. Additional cutter wheels for cutting cast iron, 
standard steel pipe and heavy-wall steel pipe are available 
separately. 


Model No. Description Capacity Wt. Lbs. 
For For 
Cast Steel 
Iron 


466C |466S |Hinged Pipe Cutter with | 4” through 6” 23 
(4) cutter wheels and 


extra pipe handle 


468C | 468S 6" through 8” 25 
472C | 472S 8" through 12”| 36 
E-1962 Cutter Wheel for cast iron 


F-229 Cutter Wheel for steel pipe 
| E-3186 Cutter Wheel for heavy-wall steel pipe 
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RIDG|ID Pre-Tested Work Saver Tools 


RIDGID No. 107 
Blade-Type Cutter 
For Plastic Pipe 


Capacity: 

Plastic Pipe — 3%," D.¢ | 
through 65%” O.D., a to 
3,” wall thickness (with 
Cutoff Blade). Thin-wall 
Conduit and Copper Tub- 
ing — 31," O.D. through 
6%," O.D. (with Cutter 
Wheel). 

For fast, efficient cutting of large plastic pipe, thin-wall 
conduit and copper tubing. Machining action of cutoff 
blade produces square, chamfered cuts on heavy-wall 
plastic pipe . . . properly prepares pipe for either fused or 
cemented joints. The unique RIDGID No. 107 Blade-Type 
Cutter is furnished with interchangeable cutter wheel for 
thin-wall conduit and copper tubing. Spring-loaded 
clamp screw and eight out-board rolls insure constant 
tension and maximum stability, even on out-of-round 


RIDGID No. 208 Axial Pipe Cutter 


For fast, “window” cutting of metal pipe under- 
ground without damaging inserted plastic pipe. 


The No. 208 cutter is a unique tool for a unique function. It 
makes lateral cuts in metal pipe so a cleanly cut “window” 
can quickly and safely be removed. Developed primarily for 
gas utilities, who commonly insert plastic pipe into old 
metal pipelines to eliminate leak hazards and improve 
service pressure, the axial cutter eliminates the need for 
chisels, hammers or torches, which are hazardous or de- 
structive. Cuts 2” through 8" pipe as furnished, and can 
easily be modified to cut 12” pipe. Special RIDGID No. 


work. 
Standard equipment includes i : : ‘ 
_—— both Gato Blade iW elide Bar 209 rage Cutter is feierninendes for making radial cuts 
s and interchangeable Cutter when using the No. 208, contains two cutter wheels and a 
ie | Wheel in Slide Bar. che single roll. Wt. Ibs. 
RIDGID NO. 107 Blade-Type Cutter ........... ccc eeeeereees 8Y, RIDGID NO. 208 Axial Pipe Cutter... cece 681/, 
RIDGID Ratchet Pipe Reamers 
No. 2-S e 
; Ratchet 
Spiral No. 254 —e 
Ratchet Spiral Ratchet No. 2, 14" through 2” 
Pipe Reamer Pipe Reamer | Wt 7 Ibs. 
. - ' No. 3, 3%” through 3” 
¥," through 2” ~  wt.7% Ibs. 21" through 4 . Wt. 14 Ibs, Swe 111 Ibs. 


Easy-cutting, self-feeding spiral de- 
sign makes hand reaming extra fast 
and easy. Great for enlarging con- 
duit box outlets . . . no chatter on 
sheet metal. Complete with handle. 
Reamer Unit available. 


World’s first 21" to 4° hand reamer 

. smooths burrs in seconds. Hol- 
low center cuts weight. Large pres- 
sure plate. Hardened alloy steel cone 
removable for sharpening. Complete 
with handle. 


Reams fast, clean, with light pressure. 
Long-taper design won't dig in... 
safe for Power Drive use. Heat- 
treated cutting edges stay sharp. 
Complete with handle. Reamer Units 
available. 


Reamer Units & Cones 


pry No. 2-S Spiral Unit only (Wt. 41% Ibs.) 
; t= (Will fit 00-R Ratchet and Handle) 
EQ. Wo. 2-5 Spiral Cone only (Wt. 13% Ibs.) 


No. 2 Reamer Unit only (Wt. 4% 
Ibs.) Fits 00-R Ratchet and Handle 
No. 3 Reamer Unit only (Wt 8 Ibs.) 
Fits 111-R Ratchet and Handle 

No. 2 Reamer Cone only (Wt. 1% 
Ibs.) 

No. 3 Reamer Cone only (Wt. 4% 
Ibs.) 

00-R Ratchet and Handle for Nos. 2 and 
2-S Reamer Units (Wt. 3' Ibs.) 


111-R Ratchet and Handle for No. 3 
Reamer Unit (Wt. 4% Ibs.) 


RIDGID Deburring Tools For Plastic Pipe and Tubing 


Properly prepares plastic for solvent or 
threaded joint. These RIDGID tools provide 


designed, long-lasting, cutting edges. Slip-resistant 
vinyl cushion hand grip. Each size packaged 6 per 
display box. 


a handy, quick method of removing inside 

: : ; ; Wt. Lbs. 
burrs and outside ridges when installing all ra Plastic Pipe Capacity Plastic Tubing Capacity 
types of plastic pipe and tubing. Tool is applied V/." through 145" ¥," through 24," uy 


to the outer or inner surface of the pipe or tubing and twisted 14," through 3” 


Ti,” through 34,” 


é b 
while applying pressure. Made of high grade steel with specially | 74 4" Sched. 40 & 80, DWV a a 
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RIDGID Pre-Tested Work Saver Tools 


Machinists’ and Utility Vises 


The RIDGID Machinists’ Vise line is one of the most com- 
plete quality lines available. Heavy-duty construction and 


RIDGID 


precise machining assure long service life. For complete Sheet Metal 
information on RIDGID Machinists’ and Utility Vises, see Workers’ 
separate Vise Catalog No. 86. 

,' Vise 


RIDGID 


Machinists’ 
Vises 


Jaw Width Jaw Opening 
11” 


42-CPSN 4y," 


Stationary Base 


RIDGID 


Drill Press 
and Milling 
Machine 

Vises 

Medium, Light Duty 


SPH 3" 


; i 7 ; 
cdi 3" i 1 128 
4" | 81- P = 14” | 230 
w PN 4y," | i | 60 | | 


| wiontas | Lbs. 


Swivel Base 


Weight Jaw Jaw 
i Lbs. Vise No. | Width | Opening Note: 3-DP Vise comes equipped less mounting lugs 
25 51-SN hi iF 92 


| 
35__| [ 61-SN 6" | 145 | 
52 | | 81-S 8" | i. |250 | 
70 


RIDGID 
Combination 
aaa vm oi 
P nae 6-DP Cast semi-steel ay," 
Machinists’ 6-DPS Solid steel 54 ; 
Vises 
Vise No. | Jaw Width | Holds Pipe Weight Lbs.| Opens | Jaw Depth RIDGID 
| | 
33-CPN 3y," %" to 24," 45 P 43," aie 
[_43-CPN | 4” 1 4" to 4” 82 e" 51,” | Utility 
|__61-CPN 6 | %" to 6 165 Le Vises 
The RIDGID Utility Vise line offers excellent value in 
RIDGID economy vises. These vises combine the advantages of a 
Filers’ swivel base, pipe vise, bench vise and anvil in one high 
7 quality, low cost unit. 
Swivel Base 
Vise 


Pipe 
Capacity 


Weight 
Lbs. 


Vise No. 


Jaw Jaw Weight 
Width Opening Lbs. 


6i/" 
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RIDGID Portable Tristand Vises 
With Built-In Folding Tool Tray 


No. 450 

Portable Tristand 
Top Screw 
Chain Vise 


No. 40-A 
Portable Tristand 
Yoke Vise 


These two portable vises give you a complete work bench. 
Integral legs and tray fold in for easy carrying, easy set 
up. Tray makes them extra rigid. Large vise base over- 
hangs front legs for clear tool swing. Slots for hanging 
tools, pipe rest, 3 pipe benders, ceiling brace screw. 
Sturdy yoke or chain assures firm grip .. . long wear. 


ae 
Os 
Paso [tous | 


Bench Yoke Vises 


Unusually handy and efficient. Con- 
venient pipe rest and bender. Yoke 
and base of strong special malleable 
iron. Hardened alloy steel jaws. Ca- 
pacities, ," through 6". 


P25 Te through 4” 27H 


RIDGID Top Screw Bench Chain Vises 


Easy-to-operate. Crank handle is anchored to base... . 
can't fall out. Rugged, malleable iron base has jaws of 
alloy steel, hardened for long wear. . . 
handy pipe rest and bender. Capacities 
1%," thru 8". Two models available for 
plastic pipe: jaws, without teeth, are 
neoprene-coated to prevent scoring of 


pipe. 


Capacity Capacity 
Ye"through 2," | 
Ty 
| BC-410 | through” 
[ BC-510 | 4” through 5” 
FBC-610 | "through | ———S—~™ 
[ Bc-810 "through 8” Td 


*For Plastic Pipe and Tubing 


RIDG|ID Pre-Tested Work Saver Tools 


RIDGID 


Bottom Screw 
Bench 

Chain Vises f 
[No S| Capacity | Wh tbs. 
RIDGID No. 640 
Top Screw 

Post Chain Vise 


Light, strong chain vise, fits any shape or kind of post. 
Made of special malleable iron. Jaws are hardened alloy 
steel. Equipped with tray for oil can, handy pipe bender. 


a 
es 


Fits 
4” Plank 


Handy portable yoke vise, easily at- 
tached to plank, work bench or post. 


¥," through 11," 
1," through 2” 


‘4 
," through 21," 


RIDGID No. 560 Top Screw 
Stand Chain Vise 


Handy portable stand chain vise. Sturdy malleable iron 
frame; alloy steel jaws. Equipped with pipe rest, pipe 
bender and tool tray. Legs and connecting pipe not 
furnished. 


a 
iq" through 5” 
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RIDGID Pre-Tested Work Saver Tools 


RIDGID Open Side 
Pipe Vises 


For fast work on long pipe. 


Make clamping long pipe lengths quick 
and easy. Strongly built of special 
malleable iron. Hardened alloy steel, 
tight grip jaws for years of service. 


No. | Capacity Wt. Ibs | 
57 1A" through 2," 33) | 
58 1," through 41," 2634 | 


For Replacement Parts See RIDGID Hand Tool Parts Catalog 


RIDGID Pipe Welding Vises 


Four Models align and hold pipe for 
Straight, Elbow, Flange or Angle Tack Welding 


No. 461 Straight Pipe Welding 
Vise — Used on mains and risers 
for aligning and holding the pipe 
which is to be tacked. Holds pipe 
from ¥," through 8". 


No. 463 Elbow Pipe Welding Vise 
— Used on mains and risers for 
lining up and holding 90° elbows 
at right angles to the pipe until 
tacked. 


No. 462 Angle Pipe Welding Vise 
— Used on headers, drips and 
branches up through 12”. Holds 
branch line at right angles to main 
or header for layout and cutting. 


No. 464 Flange Pipe Welding Vise 
— Lines up face of flange at right 
angles to pipe and holds it there 
for tacking. Holds flange at any 
point below center of pipe. 


All four models of RIDGID Welding Vises are made of durable 
malleable iron and designed to resist strain, heat and warpage 
during tacking. Machined swivel nuts and pins, together with 
special chain screws, give smooth and trouble-free assembling 
of the vise onto pipe. The relatively light weight of each vise 
permits easy handling for any type of mounting. 


| No. Capacity | Wt. Ibs. 


461 (Straight) 14" through 8" | 151, 
462 (Angle) Y" through 12” 183, 
463 (Elbow) 2%," through 8” 14 

464 (Flange) 24," through 8” 17 
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RIDGID 
Cable Hoists 


Four models: 


No. 581 — 1000 Ibs. 

No. 582 — 1000/2000 Ibs. 
No. 583 — 1500/3000 Ibs. 
No. 584 — 2000/4000 Ibs. 


RIDGID Cable Hoists are 
designed and quality con- 
structed for the numerous 
applications requiring lifting, 
lowering, pulling, stretching and 
tightening. Each cable hoist is 
pre-tested on a dynamometer to 
assure dependable operation. 
Features include positive action 
pawl mechanism for controlled lowering and secure holding, 
heavy duty cast aluminum housing, forged steel swivel hooks 
with safety latches, reversible tubular aluminum handle for 
versatility and storage. Grooved cable drum, flanged ratchet 
wheel, replaceable drum and pulley bushings, hardened steel 
thrust washers, and convenient operating control levers 
contribute to smooth cable hoist operation. A rewind handle 
for fast cable rewind and tightening is standard except on Nos. 
581 and 582 cable hoists. All models except No. 581 offer 
double line capability for added capacity. 


3-way rigging for 
numerous applications 


RIDGID Cable Hoists (except No. 
581) offer single and double line 
capacities which allow for various 
rigging methods (shown at right). 
Shown below are a few of the many 
applications which RIDGID Cable 
Hoists can handle. 


garage applications 


maintenance applications 


Replace- 
Cable Hoist}1000/453] — | 10 | D-650-x 


t 
Cable Hoist|1000/453| 2000/907 | 11% | D-585-x 
able Hoist| 1500/680| 3000/1360 D-612-X 
able Hoist|2000/907 | 4000/1812 D-610-X 


material handling applications 
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RIDGID Pre-Tested Work Saver Tools 


RIDGID No. 700 Portable Power Drive 


Compact (only 281/," long), 
powerful, engineered and built 
for complete utility and 
trouble-free service. 


Cuts threads, drives hoists, 
operates large valves, and 
provides power for many 
other applications. 


Threading Capacity: 1%,” through 2” pipe 
and conduit (also powers geared threaders), 
Y," through 1” rod (with RIDGID No. 
00-RB Die Heads). 


Reversible motor, which delivers approximately 1.1 hp 
when threading 2” pipe, and all-spur gear reduction assure 
maximum power and efficiency. Die heads and adapters 
lock in securely from either side. No machining required. 
RIDGID No. 12-R Die Heads fit without adapter. 


Standard Equipment: 


Motor: Universal, % h.p., 115 Volt, AC (25-60 Hz). 
230 Volt Motor available at no extra charge. 

Switch: 3-Pole, double throw (reversible), spring 
return to center “off” position. Breaks both 
sides of line. 

Gear Head: All-spur-gear reduction. All shafts ball bear- 
ing mounted. Gears packed in grease. 
Spring loaded adapter pawl. 
Forged steel spindle gear, flame hardened. 

Body: Gear case, motor housing, and handle are 
cast aluminum. 

Torque Arm: 1 No. E-833 Torque Arm. 

No. 700 Portable Power Drive ......................0.. Weight 25 lbs. 


No. 775 Support Arm for RIDGID No. 700 Power Drive 


Support Arm improves overall thread cutting operation of the 
No. 700. No. 775 provides the guide for straight threads and 
eliminates possibility of damage to spline end of die head by 


keeping power drive square to 
pipe. By taking torque and 
being clamped securely onto 
pipe or conduit, the support 


Capacity 

Ye" — 2" arm also contributes to safe 
threading. 
NO: 773) sssccrcsocerrss Wt. 11% Ibs. 
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Plenty of power to drive geared threaders 


Accessories: 


1. 


Oar on 


10. 


Threading 2” pipe on vise 


. No. 


No. 770 Adapter, for 00-R and 00-RB Die Heads. Wt. 33% 
Ibs. 


No. 771 Adapter, for O-R Die Heads. Wt. 3%% Ibs. 
No. 772 Adapter, for 11-R Die Heads. Wt. 31/ Ibs. 
No. 773 Adapter, for 111-R Die Heads. Wt. 3 Ibs. 


. 12-R Die Heads fit without adapter. 
. No. 774 Square Drive Adapter, for all RIDGID Geared 


Threaders and square drive equipment. Wt. 51/, Ibs. 


B-171-X Metal 700 and 
accessories. Wt. 30 Ibs. 


Carrying Case for 


. Metal Carrying Case for Drop Head Pipe and Bolt 


Threaders (See Page 8). 


. No. 318 Oiler complete with 1 gallon of Thread Cutting 


Oil. Wt. 211% Ibs. (See Page 25). 
Thread Cutting Oil (See Page 24). 


Threading 2” pipe without vise 
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RIDGID Pre-Tested Work Saver Tools 


RIDGID No. 300 Power Drive 


Light-Weight 
Heavy-Duty 

Full 2” Capacity 

All- Metal Construction 


Capacity: 


1/," through 2” Pipe and 
Conduit 


1/," through 2” Rod 


Also Plenty of Power for 
Geared Tools 


For close-coupled method of operating 
geared tools—see page 20 


RIDGID 


No. 300 Power Drive Features Include: 


RIDGID Speed Chuck holds tight, forward or reverse . . . 
replaceable jaw inserts . . . all-metal one-piece hand 
wheel. New RIDGID built, heavy-duty motor has armature 
with extra large commutator and brushes for longer 
brush life . . . fast speed even on 2" pipe or conduit, 
easily removed for service . . . recessed reversible switch 

. integral foot switch for safer operation .. . 15 ft. oil- 
resistant power cord. 3-jaw, cam action, rear centering de- 
vice for straight threads and cuts . . . all gears fully heat- 
treated and hardened . . . one-piece cast aluminum hous- 
ing. RIDGID No. 301 Foot Switch available as accessory 
for units not equipped with integral foot switch. 


Standard Equipment: 


Motor, 1, H.P.: Universal, Reversible, Large Brushes, 
Single Phase only, 25 to 60 Hz, A.C., 115 
Volt. (230 Volt Available.) 
FOR-OFF-REV Heavy Duty, recessed, 
reversible. Integral safety Foot Switch. 
Chuck: RIDGID Speed Chuck with Replaceable 
Rocker Action Jaw Inserts. 
Spindle Speed: 38 rpm standard (57 rpm and 77 rpm 
models available upon request). 


Switches: 


Rear Centering 


Device: Cam Action — Turns with Chuck. 
Support Bars: 2 Heavy-Duty Tool Support Bars. 
Wrenches: 3 Hex Keys. 
Net Shipping 
Wt. Ibs. Wt. Ibs. 


No. 300 Power Drive with 
Standard Equipment ............... 851, 96 


For converting No. 300 Power Drive into threading 
machine see page 19. 


No. 1206 Stand 
for 

RIDGID 300 

_ Power Drive 


Integral folding legs and tray — 
extra rigid in use, folds up easily, 
legs held closed by chain lock, no 


loose parts. 

4) Net Shipping 
Wt. Ibs. Wt. Ibs. 

No. 1206 Stand... 29 31 

7 RIDGID No. 32 Transporter 

aes Makes Handling Extra Easy! 

laa\ Effortless transportation — Rugged 2-wheel 
yo Transporter attaches to RIDGID 200 or 300 


Power Drive or Tristand Vises in a matter 
of seconds. 


a <) 


NG. 32 TranSPOre fires sccemoccusremasmonumesmrsquermemamewremaneceies 14, 


No. 1452 Clip-on Tool Tray for 
No. 300 Power Drive 


Handy for tools, oil 
can, dope pot 
fastens easily on top 
of 300. 


Wt. Ibs. 
RIDGID No. 1452 Clip-on Tool Tray 6 
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RIDGID Pre-Tested Work Saver Tools 


Effortless Power for Threading, Cutting, Reaming 
Capacity 14” through 2” Pipe and Conduit, 1/,” through 2” Bolts and Rod 


RIDGID No. 400A Power Drive 
with Wrenchless Speed Chuck 


Here's lots of ready power to turn pipe, rod or conduit for 
hand threaders, cutters, reamers. Universal type motor 
Y> H.P., 25-60 Hz. AC 115-volt single phase, forward or 
reverse. Furnishes plenty of power for geared tools with 
drive shaft. Recessed switch .... Integral foot switch for 
safer operation .. . 15 ft. oil resistant cord with grounded 
plug. Light, yet rugged, housing and cover insure long 
service life. Cam-type rear centering device furnishes extra 
support, keeps pipe straight for accurate threads. 230 volt 
motor available. RIDGID No. 301 Foot Switch available as 
accessory for units not equipped with integral foot switch. 


RIDGID Speed Chuck operates easily by hand, no wrench 
needed; grips tight forward or reverse. Jaws have replace- 
able inserts for longer service life. 


No. 400A Bench Model Power Drive Ship. Wt. 
SPSSO SCHIP GNU CK oi scicvssinanincrinendnstoniacledbyritnielewsntchoiennisniade 156 Ibs. 
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Stands for RIDGID 
No. 400A Power Drive 


Legs on all stands have rubber 
grommets in feet to prevent travel 
during operation. Holes in feet 
permit easy bolting to floor for 
permanent installation. Tray keeps 
tools handy for greater operation 
convenience, makes stand more 
rigid. On wheel-stand model, 
carrying handles swing out of way 
when not in use. 


Kit A— Front legs and handles, tray, 
fittings, rear legs and WhEEIS ...........cseeesseesseesseessescstsesseesseesneeesnees 


Kit B— Rear legs with wheels and front handles 
Kit C—Tool tray with 4 legs and fittings ; 
Kit‘D— Tool tray with 4 {ttn gs xccssrscsccsssncamvwonwnmnnnnumadvarass 
Rit SetioF 4h ees On WssiscsninscisnsoraseasnsnxannsnensonansontonSaodansaarsiseesesanmorecen 


RIDGID No. 200 


Power Drive 
Portable Power for All Pipe 
Operations Out cn the Job 


RIDGID Speed Chuck holds 
tight forward or reverse. Chuck 
jaw inserts are replaceable. Base 
provides handy tool hangers 
and pipe benders. Folding legs, 
with rubber grommets in feet 
and tool tray lock open forming 
rigid slip-resistant work base. 
Chain lock secures folded legs. 
2 tool support bars fit RIDGID 
No. 311 Carriage. Integral foot 
switch for safer operation. Uni- 
versal type motor 1 H.P., 25-60 
Hz., AC 115-volt single phase. 
230-volt motor available. RIDGID 
mits use of RIDGID No. 301 Foot Switch available as 
Power Drive Accesso- accessory for units not equipped 
ries. with integral foot switch, 


Redesigned body with 
two support bars per- 


hip. Wt. 
No. 200 Power Drive, Speed-Grip Chuck ...............0.. 146%, Ibs. 


RIDGID No. 301 Foot Switch 


RIDGID No. 301 Foot Switch 
contributes to safer operation. 
Rugged cast iron construction. 
Enclosure meets NEMA 4 re- 
quirements. Complete with 8 ft. y] 
cord and 3 prong series plug. No need to rewire. Series 
cord plugs into power outlet and machine plugs into series 
plug. Foot Switch also provides remote operation for use 
with No. 840 Universal Drive Shaft. For threading machines 
(except No. 444) and power drives (except No. 700) with- 
out standard integral Foot Switch. 


IIOESO TE OCU IS WING ID se ssscatereccisett nants sepwianigeetomehucndeatn rca ranmncnccncase 
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RIDGID Pre-Tested Work Saver Tools 


Convert 
RIDGID 300 and 200 Power Drives 
Into Low-Cost Threading Machines 


Add These Low-Cost Accessories 
And Have Threading Machine Speed 
and Ease! Tools Swing Up and Out 
of Way ... Yet are Always Ready 
For Instant Use. 


Any RIDGID Quick-Opening Die Head or No. 
815 Self-Opening Die Head and Dies can be 
used. Die Head snaplocks into carriage quick- 
ly, easily. Quick-Opening and Self-Opening 
Heads eliminate slow backoff. 

New RIDGID No. 311 Carriage with Lever 
slides on support bars and gives fast, easy 
positioning of die head, cutter or reamer... 
increases leverage for quicker threading and 


reaming ... snugs right up to chuck for close 

threading and cutoff. Use No. 819 Nipple RIDGID i Se, 

Chuck to thread close nipples. Carriage holds = : Universal Q.0. F ear 

Die Head, Cutter and Reamer ready for instant - Adjustable Die _ — 
Head only No. 360 Cutter 


use. 


RIDGID No. 360 Cutter is a full-floating, wheel- 
type Cutter with wide rolls for straight cuts at 
power drive speed. Capacity: 14" through 2” 
pipe, ¥," through 7%” rod with No. 1 and 2 


(Wt. 121/, Ibs.) (Wt. 81/, Ibs.) 
1/," through 2” Pipe and Conduit, 


1/," through 2” Rod 


wheels; 4,” through 1” with E-1032 Cutter RIDGID 

Wheel. No. 815 Self- 
ai : Opening Die 

RIDGID No. 341 Reamer. Positive-locking, 5- Head only 


flute cone, right hand, 1%" through 2”. (Special 
R.H./L.H. combination Reamer available.) 


(Wt. 123/, Ibs.) 


RID , i tri 
GID No. 301 Feet Switch ean biciapag ‘to o RIDGID 
safer operation of units not equipped with in- : ——— 
No. 341 Reamer 


tegral foot switch. Rugged cast iron construc- 


tion. Enclosure meets NEMA 4 requirements. epeiNa: att 


Carriage 


a 


Complete with 8 ft. cord and 3 prong series (Wt. 7 Ibs.) 

plug. No need to rewire. Series cord plugs into 

power outlet and machine plugs into series No. 311 Carriage 

plug. Foot Switch also provides remote oper- with Lever 

ation for use with No. 840 Universal Drive (Wt. 15%/, Ibs.) 

Shaft. RIDGID 

RIDGID No. 318 Oiler stops oil waste, keeps No. 318 

dies flooded for quality threads and lengthens iid 

die life. Hand operated pump, large 141." dia- RIDGID (Wt. 21/2 Ibs.) 

meter chip pan and 48” long hose add up to a Kit 312 Carriage 

completely portable oiling unit. Poaliticsresiks 

RIDGID No. 819 Nipple Chuck is an easy-to- (Wt. 31/, Ibs.) 

use time-saving tool that holds close nipples or RIDGID 

studs for threading. Adapters are for ¥%," thru —— RIDGID 

114" nipples and the Nipple Chuck itself holds ra AA Seale Chuck No. 301 

2" pipe. Right hand only. DLE cM Fie) cpr 
. 81/, Ibs. 


RIDGID Die Heads and Dies — See Page 23 
RIDGID Thread Cutting Oil — See Page 24 


— = 


=” 
4 
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RIDGID Pre-Tested Work Saver Tools 


Operate Geared Threaders Without a Universal Drive Shaft 


RIDGID attachments eliminate long drive shafts. Geared threader 
remains stationary on power drive ... pipe turns on pipe support. 


FIGURE 1— With No. 141 or 4PJ Threader and any RIDGID Power Drive, 
use the equipment shown below. 


No. 758 Loop for 
141 & 4PJ Thread- 
ers with loop hole 
on gear case. 


No. E-3675 Adaptor 
Bracket for all 4P and 
4PJ Series Threaders 
without loop hole on 


No. 46 
Pipe Support 


FIGURE 2 — With No. 161 Threader and 300, 400A or 200 Power Drive, 
use equipment shown below. 


No. 844 Drive Bar 


% 


No. 346 
Support Arms 


No. 46 
Pipe Support #2 
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RIDGID Pre-Tested Work Saver Tools 


RIDGID No. 802 Pipe and Bolt 


Threading Machine with 
Automatic Chuck 


Capacity: 4" through 2” Pipe 
and Conduit, 1,” through 2” 
Rod. 


The RIDGID No. 802 is quality-built and 
engineered to famous RIDGID standards. 
Designed for stationary mounting or easy 
portability with choice of four RIDGID stands. 
Features Automatic Chucks, 4-jaw front and 3- 
jaw rear. Integral foot switch provides safer 
operation. Reversible vane-type pump recir- 
culates thread cutting oil. 


S ta n da rd Eq u i pment: (Does not include Die Heads and Dies). 


Motor: Universal, / h.p., 115 Volt, single phase AC (25-60 
Hz.), 15 ft. oil-resistant cord. 230 Volt Motor 
available at no extra charge. 

Pump: Reversible vane type, all metal, with relief valve. 

Switches: OPEN-OFF-CLOSE: Heavy Duty, toggle type, 
recessed. Integral safety Foot Switch. R.H./L.H. 
Reversing: Toggle type. 


Front Chuck: RIDGID Automatic 4-Jaw Chuck, with replaceable 
Jaws. 

Rear Chuck: RIDGID Automatic 3-Jaw Centering Chuck. 

Cutter: Self-centering, full-floating. Specify either (1) No. 


820 Wheel-Type Cutoff, %" through 2” pipe and 
conduit, 1," through 1" rod; OR (2) No. 821 Blade- 
type Cutter, 4" through 2” pipe and conduit. 
Reamer (No. 341): Positive-locking, 5-flute cone, right hand, 1%" 
through 2” (special R.H./L.H. combination Reamer 


available). 
Oil: 1 gallon of RIDGID Nu-Clear Thread Cutting Oil. 
Wrenches: 4 Hex Keys (5/0", 346", 40” and %._"). 
Cutter Wheel: 1 spare No. E-1032 Cutter Wheel. 
Grease: 1 tube Lubricating Grease. 
Accessories: 


1. Die Heads and Dies. Use RIDGID No. 815 Self-Opening Die Head and 
all Quick-Opening Pipe and Bolt Die Heads and Dies. Pipe and Bolt 
Die Heads — No. 815 Self-Opening, Nos. 811 and 812 Universal, No. 
515, No. 514 or Mono. Bolt Die Heads — No. 500-B — (See Page 23) 
Use only High Speed Dies. 

2. Die Head Racks — two sizes for convenient storage and selection. 
(See Page 24). 

3. Stands — four models. (See Page 24). 

. Thread Cutting Oil. Special RIDGID formulation. (See Page 24). 

5. No. 829 Nipple Chuck Kit. 


- 
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Ordering Information 


No. 802 Threading Machine (R.H./L.H.) with Standard | 
Equipment, 1" through 2” Complete with 1 No. 815 
Self-Opening Die Head ............. 1 set R.H. High 
Speed Pipe Dies for 14" and ¥," ..... 1 set R.H. High 
Speed Pipe Dies for 1” through 2”. 

Shipping Weight 275 Ibs. with No. 820 Wheel-Type 
Cutoff. 

Shipping Weight 281 Ibs. with No. 821 Blade-Type 
Cutter. 


No. 802 Threading Machine (R.H./L.H.) with Standard 
Equipment, less all Die Heads and Dies. 

Shipping Weight 260 Ibs. with No. 820 Wheel-Type 
Cutoff. 

Shipping Weight 265 Ibs. with No. 821 Blade-Type 
Cutter. 


No. 821 Blade-Type Cutter makes 
clean, square cut on pipe and con- 
duit and chamfers end for better 
threads, longer die life. Also cuts 
off, grooves and chamfers grooved 
end pipe; and cuts off and strips 
saran and plastic lined pipe. 


RIDGID No. 829 Nipple Chuck Kit 
adapts No. 801 Machine to thread 
close nipples or studs. Capacity 
—'%," through 2” pipe. Right hand 
only. 


RIDGID No. 301 Foot Switch con- 
tributes to safer operation of units 
not equipped with integral Foot 
Switch. 
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RIDGID Pre-Tested Work Saver Tools 


RIDGID No. 535 Pipe and Bolt 
Threading Machine 


Capacity: 1,” through 2” Pipe and Conduit, 
Y," through 2” Rod 


Compact Pipe Workshop: 
Threads... Cuts... Reams... 
Ready for Instant Use 


Work Saver Features: Pipe can be chucked 
from front... all tools operate independent- 
ly, swing up out of way when not in use. 
Plenty of power to thread pipe with geared 
threaders. Reversible vane-type pump recir- 
culates thread cutting oil. Lathe-type ad- 
justing handle moves carriage accurately, 
smoothly. Easy-to-read length gauge gives 
fast, exact cut-offs. Integral foot switch 
provides safer operation. 


Ordering Information 


Standard Equipment: (Does not include Die Heads and Dies) No. 535 Machine with Standard Equipment, 1” to 
Motor: V, H.P. Single-Phase 115 volt Universal Motor, ua complete with ‘ Universal Die Head .. . 1 set 
reversible at switch, large brushes, AC, 25-60 Hz., right hand Alloy Pipe Dies for 1," x %," and 1 set 
15-ft. oil resistant cord. 230 volt motor on request at of right hand Alloy Pipe Dies, 1” through 2": 
no extra charge. Shipping Weight 270¥, Ibs. With No. 820 Wheel-Type Cutoff. 
Switches: FOR-OFF-REV Heavy-duty, recessed, reversible Shipping Weight 276 Ibs. With No. 821 Blade-Type Cutter. 
switch. Integral safety Foot Switch. No. 535 Machine with Standard Equipment, Less all 
Chuck: RIDGID Speed Chuck with replaceable rocker- Die Head and Dies: 
action jaw inserts. Shipping Weight 2501, Ibs. With No. 820 Wheel-Type Cutoff. 
Spindle Speed: 36 rpm standard, (54 rpm and 72 rpm models Shipping Weight 261%, Ibs. With No. 821 Blade-Type Cutter. 


available upon request). 
Rear Centering 


Device: Cam-action, turns with Chuck. RIDGID No. 768 Drive 

Cutter: Self-centering, full-floating. Specify either (1) No. ' Link Assembly — easily 
820 Wheel-Type Cutoff, 14" through 2” pipe and adapts RIDGID No. 141 
conduit, 1," through 1” rod; OR (2) No. 821 Blade- Geared Threader to No. 
type Cutter, 1" through 2” pipe and conduit. 535 for threading 2%," 

Reamer: Positive-locking, 5-flute cone, right hand, 1%" through 4” pipe. 
through 2”. (Special R.H./L.H. combination Reamer 
available). 

- Oil: 1 Gallon of RIDGID Thread Cutting Oil. 

Wrenches: 4 Hex Keys. 

Cutter Wheel: 1 spare No. E-1032 Cutter Wheel. 

Grease: 1 tube Lubricating Grease. 


Accessories: 


1. Die Heads and Dies. Use RIDGID No. 815 Self-Opening Die Head and all 
Quick-Opening Pipe and Bolt Die Heads and Dies. Pipe and Bolt Die Heads 
— No. 815 Self-Opening, Nos. 811 and 812 Universal, No. 515, No. 514 or 
Mono. Bolt Die Heads — No. 500-B (See Page 23) 


2. Bolt Dies for 500-B Bolt Heads — (See Page 23) ; 

3. Die Head Racks for easy die head selection — (See Page 24) AG Peni Fach ETD: eae ee ee 

4. No. 819 Nipple Chuck for threading short nipples — (See Page 24) tributes to safer operation of units © 
5. Stands available, four models — (See Page 24) not equipped with integral foot 
6. Universal Drive Shaft for use with geared threaders — (See Page 25) switch. 

7. RIDGID Thread Cutting Oil — (See Page 24) 
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RIDG|ID Pre-Tested Work Saver Tools 


RIDGID Self-Opening and Quick-Opening Die Heads 
and Dies for Threading Machines and No. 311 Carriage 


All RIDGID quick-opening die heads slip quickly 
into carriage, are easy to remove. Full width dies 
that give lasting threading accuracy . . . can be 
changed in seconds. Threads can be run right up 
to chuck. Fast, easy size adjustment, even for over 
or under size threads, can be made right on 
machine. Sizes are clearly stamped on size bar. 
When desired lenghth of thread is cut, flip of 
throwout lever retracts dies . . . no slow backoff. 
No. 815 Self-Opening Die Head is also available. 


No. 815 Self-Opening Die Head 
eam Hand ae) 


Opens automatically when standard length 
thread is cut on '5" through 2” pipe. For 
non-standard threads, flip throwout lever 
manually. Capacity: Pipe \4" through 2”, 
Bolts 14" through 2”. Uses Universal 
Alloy or High Speed Right Hand Pipe or 
Bolt Dies. Note: No. 341 Reamer must be 
used with No. 815 Die Head. 

No. 815 Self-Opening Die Head only (less 
Dies), wt. 123) Ibs. 


Universal Die Heads 


Fully Adjustable — Capacity Pipe 
4" through 2”; Bolts \," 
through 2” 


No. 811 Universal Q.0. Die Head 
ou ie Dies) Right Hand, wt. 


No ‘B12 Left Hand ‘ce for Pipe 
Dies only, wt. 121, Ib 

Dies for Nos. 815, 811 and 812 

Universal Die Heads 

Note: Universal Dies also fit discontinued Quadri Die 
Heads. 

No. 811 Universal Right Hand 


No. 812 Universal Left Hand 


Pipe Dies: Pipe ie 
(H4"), C4" — %"), (%" — %"), (Not f or use in No. 815 Head) 
(1" through 2”) (M4" — 3%"), (h" — %"), 


(1" through 2") 


ella a Bolt Dies: (Right Hand ony UNC, A UNF 4", %6", 
i he, Yo", Ne he "1h ie 8, tye 154", 


Universal Right Hand Bolt Dies: UNC only 1%," and 2". 


No. 515 Die Head 
1," through %,” Pipe 
No. 515 Die Head, Less Dies .......... 81), Ibs 


Dies for No. 515 Head — Right Hand Only: 

NOis55)), Pipe) DiCSicscussescemnnercunsreerseeeneesstere 4." Right Hand 
No. 552 Pipe Dies... y," — 3," Right Hand 
No. 554 Pipe Dies i" — 3," Right Hand 


Note: 1/," x 3," dual pipe dies available for discontinued Dual Die 
Head. #554 Dies fit discontinued 1." x 3," Dual Die Head. 


No. 514 Left Hand Die Head 
Vg" through %¥,” 


No. 514 Left Hand Die, less Dies... Wt. 84 Ibs. 
Dies For No. 514 Head — Left Hand Only: 
NO. 514 Pipe Dies .......cecccsescesscsssessesssseseesseessseseeesssnee 3” Left Hand 
No. 514 Pipe Dies... zal. °” Left Hand 


No. 514 Pipe Dies 4" — — 3," Left Hand 
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Note: For Conduit Use NPT Dies. For Straight 
Threads, Specify NPSM Dies. 


Mono Die Heads 


Mono Die Heads, less Dies — 9 sizes, 14" 
through 2”, Right Hand. Separate Die Head 
LOICAGH SILC wrestnnseerreenerencnncavien wt. 81), Ibs. 


Dies For Mono Heads Only (Specify Size): 
Ye" Ya", 36", Yo", a" 1", WA", V5", 2" 
Mono Pipe Dies, Right Hand (use right hand head) 


Bolt Die Heads 
af 500-B— Capacity 4" through 1” 
Wt. 7! Ibs. 


500-B— Capacity 114" through 2” 
Wt. 9 Ibs. 


Above heads take both right-hand and 
left-hand 500-B bolt dies. 


Bolt Dies: 


500-B Right- Hand Bolt Dies (Alloy or High Pee) he or UNF— 
Sizes: \4 Ya 1", 14", 
1y," 1%! a Ty, i ne ah UNC only 


500-B Left Hand Bolt Dies (High Speed) — All sizes as above. 154” —51/ 
T.P.l. and 174" — 5 T.P.I. (Right hand only) 


American National Series (High Speed) 


8 T.P.I. 1%” through 2%", 12 T.P.I. 1%” through 
2%", 16 T.P.I. 134,” through 21)” 


General Purpose Acme and Metric Dies for RIDGID 
500-B Bolt Die Heads Available on Request. 


Beveling Dies 

For beveling pipe ends prior to welding. 1” through 2” 
Beveling Dies fit No. 815, Universal or Quadri Die Heads. 
>" and %," Beveling Dies fit No. 515 or %” and %" 
Dual Head. Furnished in sets of four segments — 1 cutting 
segment and 3 guide seqments. 

371,° Beveling Dies 
yy)" — 3," or 1" through 2” 
45° Beveling Dies 
Vo" — ¥," or 1" through 2” 


Special Beveling Dies on request. 


Grooving Dies 


To groove pipe for Victaulic Type Couplings. Use with No. 
815, Universal or Quadri Die Heads. 


Grooving Dies 
1" through 2” only 


NOTE: Replacement Dies — Type and Size of Die Head must be 
specified on order. Special Dies — Information and Prices on request. 
High Speed Dies and Dies for Stainless Steel are available. See Tool 
Price List. 
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RIDGID Pre-Tested Work Saver Tools 


Pipe Machine Stands 
RIDGID Open Leg Stands 


Description 


| 15% 


With Fold-In Handles 
for Easy Moving. 


Description | Wt. Ibs | 
Pipe Leg Stand with Tray 
on rubber-tired 16” wheels......... eterna 63 
RIDGID Enclosed Wheel Stand 


(Assembled) 


Easy-to-lock storage com- 
partment for Die Heads and 
Accessories. 


Description 


Enclosed Stand on rubber-tired 
16” wheels 


RIDGID Die Head Racks 
For All Machine Die Heads 


Rugged steel racks have in- 
dividual compartments for 
easy die head selection. 


4-Head Rack 
No. 4U 4 Compartments for Pipe and Bolt Die Heads 8, 

. 6-Head Rack 
| No. 6U | 6 Compartments for Pipe and Bolt Die Heads 12, 


RIDGID No. 819 Nipple Chuck 


For Threading 
Close Nipples 


No. 819 Nipple Chuck is an 
easy-to-use, time-saving tool 
that holds short and close 
nipples or studs for 
threading. It’s designed for 
use with RIDGID Pipe and Bolt Threading Machines 
(except No. 802) and RIDGID No. 300 and No. 200 Power 
Drives equipped with No. 311 Carriage and Quick-Opening 
Die Heads. Adapters are for 1%" 4", 34", Yo", 34", 1", 1%", 
1¥" nipples. Nipple Chuck itself holds 2” pipe — no 
Adapter needed. Stud adapters also available. Designed 
for Right Hand only. (Above available for British Thread). 


Description Wt. Ibs. 

No. 819 Nipple Chuck, 14” through 2” with 5 Adapters, 
Patented Carrier and Wrench .................. 11 ] 
Pipe Adapters, %", 1%", 36", %", 34”, 1", 14", 1%" ... Vp 
Stud Adapters, 1/,” through 2” UNC and 

| Yq" through 1%" UNF ......... cece eee eee ees % 
D-380-X Nipple Chuck Wrench to release Nipples 
and tighten Adapters .....................0008 1 


RIDGID Thread Cutting Oils 


Get Better Threads 
Available in Dark or Nu-Clear 


Protect Dies... 


Cool, speed metal removal, help produce a smooth finish, 
and prevent chips from welding to dies. Satisfactory for 
threading stainless steel. 


Case 
Pe a a 
= a a 
Te 
Lt | 
pd | 


30 gallon drum 
55 gallon drum 


F.0.B. Elyria, Ohio—No Freight Allowed 
Lubricating Grease (For Large Gear) ......sssscccssccsssssseesseesesssseee 4 oz. Tube 
Gearhead: Motor Grease scxccneecmpsvereceymmmarsmensmaresaae 1 Ib. can 
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RIDGID Pre-Tested Work Saver Tools 


RIDGID 


No. 318 
Oiler 


Stops Oil Waste, 
Keeps Dies Flooded 
For Perfect Threads, 
Lengthens Die Life 


Hand operated, continuous oiler pumps easily by thumb 
action. Large chip pan catches oil run-off, chips and scraps. 
No messy floors. Oil is double-screened and re-circulated 
through reservoir, hose and hand pump. Completely porta- 
ble. Quickly pays for itself in oil savings alone. Chip pan 
is 1414" in diameter, 8%" high. Hose length, 48”. 


RIDGID No. 318 Oiler, complete with Wt. Ibs. 


1 gallon of Thread Cutting Oil 0... eee eee 21% 


RIDGID 
No. 302 Utility Oiler 


Same easy-action hand pump as on 
RIDGID No. 318 Oiler. Pumps oil fast as 
you want it. Screw Cap fits many 1 gallon 
cans. (Note: This can be used as 


= * industrial oiler. Special spout available). 


Wt. Ibs. 


|| RIDGID No. 302 Utility Oiler .....2%/ 
(Oil Not Included) 


RIDGID No. 124 Copper Cleaning Machine 


Brushes, Reams, Faces 
and Deburrs for Efficient 
Preparation of 1/," through 
6" Tubing and Fittings 

for Soldering. 


Weighs Only 
70 Ibs. with 
Folding Tripod 


STANDARD EQUIPMENT: Motor — Heavy-duty, induction 
type available in 115 or 230 volts — 50/60 Hz — AC, single 
phase only with 15-ft. oil resistant cord. 9 Internal Cleaning 
Brushes — standard-duty wire for 1", 34", 1”, 144", 114", 2”, 
21", 3" and 4” fittings. Five Facing Cutters — hardened steel 
for 1%" through 2” fittings. External Cleaning Brush and 
Deburring Cutter for 1." through 2” fittings. External Cleaning 
Brush and Deburring Cutter for 1/,” through 4” tube. Reamer — 
cone shaped with replaceable blade for 1,” through 2” tube 
Hex Key Wrench used to change brushes and facing cutters. 
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Heavy-Duty Internal Cleaning 
Brushes for 1” through 4” Fittings 


RIDGID No. 840 Universal Drive Shaft 


Telescoping drive shaft is designed for use with all Thread- 
ing Machines. and Power Drives in conjunction with geared 
pipe tools such as RIDGID 4PJ, 141 and 161 Geared 
Threaders. Drive Shaft shank engages machine chuck. 
Flexible coupling attaches to drive pinion of geared tool. 
Shaft length can be extended from 41” to 50”. (Fits all 
types of geared threaders and cutters. 


RIDGID No. 840 Universal Drive Shaft ..........0....0..- 26 


RIDGID 


Adjustable Pipe 
Supports 


Designed for RIDGID Close-Coupled 
Drive Method (see Page 20). Right- 
angle rollers let pipe turn freely. Heavy- 
duty construction. Height is adjustable 
from 23” to 33”. Capacity: 10” pipe. 


. Wt Ibs.” 
RIDGID No. 46.............0....0. 23 


No. 


92 Large rollers let pipe move forward 
freely. Rugged construction, supports 
pipe without tipping or rocking. Height 
adjusts from 32” to 41”. Capacity: 6” 
pipe. Wt. Ibs. 


RIDGID No. 92 00.00.00. 281 


Brushes rotate in one direction for maximum efficiency and 
brush life. Cleans internally and faces at the same time. Also 
cleans and deburrs externally at the same time. Mounted on 
tripod which folds for easy carrying. 

No. 126 


Facing Cutter 
Capacity: %/,” — 4” 


Has replaceable 
hardened steel in- 
sert. Cutter mounts 
on any fitting brush 
arbor. 


5” and 6” Heavy-Duty Internal _‘Fitttng Brushes 
Cleaning Brushes , 
These brushes are %" and % 7 
suitable for use on 


both pressure and Small internal brushes for re- 


DWV fittings. No. frigeration and air conditioning. 
E-6212-X Arbor Used with standard facing 
serves both sizes. cutters. 


Designed for pressure or DWV 
fittings. Sizes 1”, 1%," and 11,” 
have integral arbors. Sizes 2”, 
2%", 3”, 3%” and 4” use No. 
E-6128 Arbor. 


Ai 
Zu 
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RIDGID Pre-Tested Work Saver Tools 


RIDGID No. 444 Pipe 
Threading Machine 


Capacity: 2/,.” through 4” Pipe 
and Conduit. 


Threads ... Cuts... 
Reams at Shop or 
Job Site 


Designed and Built to Famous 
RIDGID Professional Performance 
Standards 


The new RIDGID No. 444 has the capacity to process 
large diameter pipe on a portable machine. Unit can be 
bench mounted or wheeled to the job site on a RIDGID 
No. 448 Stand. The No. 444 is powered by two husky 
Y» hp universal motors controlled by a contactor foot 
switch. The No. 444 will save time, money and manpower 
when it comes to handling 2%" through 4” pipe and 
conduit. Right hand only. 


Standard Equipment: Ordering Information | 
No. 444 Threading Machine with Standard Equipment | 
Motor (2): Universal, / hp at 14,000 rpm, 115 volt, single (Right Hand), 2%" through 4”. Includes 1 No. 415 
phase, ac, 60 Hz. 230 volt and other frequencies Die Head and 1 set NPT Dies. Shipping Weight 
available on request (use 30 amp fuse and circuit) 585 Ibs. 
No. 444 Threading Machine with Standard Equipment 
Motor Control: Magnetic relay and foot switch. (Right Hand), less Die Head and Dies. Shipping 
Weight 560 Ibs. 
Chucks (Front Hammer-type with replaceable rocker-action jaw 
and Rear): inserts. 
Die Head: No. 415 Self-Opening Die Head, Right Hand only 


(one set of dies) 


Cutter: No. 425 Wheel-Type Cut-off (self-centering, full 
floating) 
“Reamer: Spiral cone, Right Hand only. 
Pump: Internal gear, positive displacement-type. 
Cutter Wheel: 4 spare No. F-229 Cutter Wheels. 
Wrenches: 3 Hex Keys (542", 346", and 54.6") 
Oil: 2 gallons RIDGID Nu-Clear Thread Cutting Oil. 
Accessory: 
Grease: 1 tube Lubricating Grease. No. 448 Open Wheel Stand J] 
Strong tubular construction with metal screen 


tray, heavy duty wheels and fold-in handles for 
easy moving. 
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RIDGID Pre-Tested Work Saver Tools 


RIDGID No. 830 Two Speed 
Reciprocating Saw ‘ 


No. 832 Reciprocating Saw Kit 


Designed and Built for Professional Plumbing, 
Electrical and Industrial Applications. Heavy Duty 
Construction, Light Weight, Double Insulated for 
Convenient, Safer Operation. 


The RIDGID NO. 830 
Reciprocating Saw offers two 
speed, vibration-free operation 
which facilitates cutting of a 
broad range of materials: metal, 
pipe, wood and laminates. Dou- 
ble insulated for added safety 
and convenience. U.L.listedand | Saw cuts through metal with 
CSA approved. Balanced, light >, apo aaa 
weight aluminum housing, com- 
fort grip handle, ribbed vinyl 
boot, rocker-type saw guide and 
front end air flow for clearing 
chips. 


plunge cutting in confined areas 
are easier. 


Standard Equipment includes: Universal two speed motor, 
rotary-type two speed switch, spring return On-Off trigger 
switch with quick release lock, rocker-type saw guide with 
front end air flow, 6’-three conductor power cord, high impact 
D-Handle, ribbed vinyl boot, one each metal cutting and wood 
roughing blade and blade wrench. 


No. 830 Reciprocating Saw with Standard Equipment (Incls. 
115V, 25-60 Hz, ac-dc motor, 1500 SPM @ 3.3 a, 2500 SPM @ 
4.4 a, two saw blades, blade wrench, 3-conductor cord) 

Seated 4 TENG S WERS PATE € TaMSS SoG + MES so CORE Wt. Lbs. 8. 


No. 832 Reciprocating Saw Kit (Incls. No. 830 Saw, Metal 
Carrying Case, nine Saw Blades, Blade Wrench and 
ERAS FTG AINE) WIG avararaceriecacaniye a heeces &iecantiaral cyanate sieges Wt. Lbs. 171%. 


No. B-337 Metal Carrying Case ............. Wt. Lbs. 81%. 
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RIDGID Recip Saw Blades 


For use with RIDGID No. 830 Two Speed Reciprocating 
Saw. High quality blades for every cutting application. 
Positive locking tang design allows blades to be used with 
all makes of reciprocating saws. Packaged in plastic sleeves. 


General Purpose 
Recip Saw Blades 


For rough cutting nail-embedded wood and composition 
material such as plaster. Color coded black. 


Wood Roughing 
Recip Saw Blades 


For fast rough cutting of nail-free wood. Color coded gold. 


Standard Duty 


For cutting 18 gauge (and heavier or lighter) copper, alu- | 
minum, brass, BX cable, conduit, tubing and soft steel. 
Color coded dark blue. 


Heavy Duty 
Recip Saw Blades 


For cutting metals; 18 gauge or lighter to 14"" and heavier. 
Cut stainless steel, alloy steel, and cast iron pipe. High 
speed molybdenum alloy steel, color coded bright blue. 


Contour Cutting 
Recip Saw Blades 


For cutting materials from 18 gauge to 1%," and heavier. 
Cut steel and cast iron pipe. Also gives fast, smooth wood 
finishing. Color coded bright blue. 


No. =| Description T.P.I. x Length Qty/Sleeve 
Metal Cutting Blades 
D-980 Standard Duty 18 x 4" 10 
D-981 Standard Duty 24 x 4" 10 
D-982 Heavy Duty 18 x 3” 

D-983 Heavy Duty 24 x 3" 
D-984 Heavy Duty 14x 4" 
D-985 Heavy Duty 14 x 6" 
D-986 Heavy Duty 18 x 6" 
D-987 Heavy Duty 24 x 6" 
D-988 Contour Cutting 18 x 3" 
D-989 Contour Cutting 10 x 4" 
Wood Cutting Blades 

D-991 General Purpose 6 x 3” 
D-996 General Purpose LORS: 
D-997 General Purpose 6 x 6" 
D-998 General Purpose 10 x 6” 
D-999 Wood Roughing 6 x 6" 
D-1003 Wood Roughing 6 x 12" 


RIDGID Pre-Tested Work Saver Tools 


RIDGID 3,” Pistol Grip Drills 


Heavy Duty, Professional 
Quality Drills for 

General Construction 
and Maintenance Work. 


ce 
_ 


Two models of powerful, 
precision-built drills offer a 
choice of single speed - No. 934 
(1000 rpm), for general duty, or variable speed - No. 935 (0- 
1000 rpm) with reversing for general duty and removing 
jammed bits, screws, etc., or starting holes at slow speeds 
without center punching. These drills comply with OSHA 
requirements and are U.L. listed and CSA approved. 


Standard Equipment for both models includes: double 
insulation, quick release trigger lock for continuous opera- 
tion, double reduction gearing for high torque, heat treated 
steel gears, ball and needle bearings, 10 ft. heavy duty power 
cord with 2-prong plug, chuck key and %" drill chuck - three 
jaw, key operated, gear type. No. 934 single speed model 
includes a 115V, 25-60 Hz., ac-dc, 1000 rpm @ 2.7 a., motor. 
No. 935 variable speed model includes a trigger operated 
variable speed - 0-1000 rpm @ 2.7 a., thumb operated 
reversible, 115V, 25-60 Hz., ac-dc, motor. 


Specifications 


Chuck Drill 
a 


aa 
2.7 a. 


Overall 
Length tbe, 


hell bal 


Capacity 
= wood 
pte 


935 | 0-1000@ 
2.7 4. 


No. 934 - 34" Pistol Grip Drill - Single Speed with Standard 
Equipment Wt. Lbs.3 


No. 935 - 34" Pistol Grip Drill - Variable Speed, 
Reversing with Standard Equipment 


Wt. Lbs. 3 
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RIDGID No. 930 
1%)" D-Handle 
Reversing 
Drill 


Designed and built for continuous production use. Double 
insulated, reversible and light weight for convenient, safer 
operation. Drill capacity, 1," steel and 1” wood. 


A professional quality, heavy duty tool. Full power reversing 
mechanism makes removal of jammed screws, nuts & bolts 
easier. Four position auxiliary handle for better tool control. 
Light weight, balanced aluminum housing and durable 
comfort grip handle. Tapered spindle chuck provides positive 
drive in both directions. U.L. listed and CSA approved. 


Standard Equipment includes: Universal, reversible, 115V, 25- 
60 Hz., ac-dc, 450 rpm @ 5.0 a. motor, rotary-type reversing 
switch, spring-return trigger switch with quick release lock, 
drill chuck-three jaw, key type, tapered spindle, gear type, four 
position auxiliary handle, chuck key and 1 oz. tube gear 
lubricant. 


No. 930-1" D-Handle Reversing Drill with Standard Equip- 


ment (Incls. Chuck Key, Auxiliary Handle and Lubricant) 
Wt. Lbs. 11%,. 


RIDGID No. 931 i he wet 
1%" Right Angle yo 


Drill Kit = 
Used for drilling in 

confined areas restricting 
straight-line drilling - behind 

joists, piping, machinery, etc. Two 
speed, reversible operation. Drill 
capacity, 1/," steel and 1” wood. 


=>? 


The heavy duty, light weight, reversible drill is double 
insulated for convenient, safer operation. The two-speed right 
angle drive can be rotated 360° and reversed for high or low 
speeds. U.L. listed and CSA approved. 


Drill Standard Equipment includes: Reversible, double 
insulated, with 115V, 25-60 Hz, ac-dc, 450 rpm @ 5.0 a. motor, 
two speed (675 rpm) and (300 rpm) right angle drive with 360° 
positioning, drill chuck - three jaw, key operated, tapered 
spindle, gear type, and four position auxiliary handle. 


No. 931-14" Right Angle Drill Kit with Standard Equipment 
(Incls. %" Reversing Drill, Right Angle Drive, Steel Carrying 
Case, Chuck Key, Open End Wrench, Knock Out Pin, Auxiliary 
Handle and Lubricant) .............. cece eee eee Wt. Lbs. 19. 


No. B-337 Metal Carrying Case .............. Wt. Lbs. 81. 
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RIDGID Pre-Tested Work Saver Tools 


RIDGID Wood Boring Bits 


For use with RIDGID Reversing Drills. All bits are single 
piece forging. Bit shank and twist are hot forged for 
strength and durability. All bits are self-feeding for fast 


boring and longer bit life. 


Short Boring Bit 
For close quarter drilling. Allow plumber or electrician to 
drill between 16” stud centers with Right Angle Drill. 


Standard Boring Bit Fi pe 


For general construction boring of larger size holes. 
Smooth boring up to 2%," diameter. 


Long Boring Bit noe 


For plumbers, electricians and general maintenance where 
the long reach is necessary. Can bore up to 18” in length. 


Center Stem Bit 

Pa AAA A A A 
For fast, continuous, deep boring. For plumbers, electri- 
cians, construction and utility work. 


Bit Extensions 


Two sizes, 18" and 24". Designed for extreme torque loads. 
Require no additional couplings for that long reach. Fit all 
7,’ hex shanks and hole saw mandrels. 


Size Wt. 
No. Description Dia. x Length Lbs. 
Short Boring Bit yy" x 51," Tv 
Short Boring Bit Th" x Hl,” \, 
D-959 Short Boring Bit 1" x 5)” y, 
D-961 Short Boring Bit 1%" x 51,” 4, 
D-963 Short Boring Bit 1%4"x 5y," 3 
D-964 Short Boring Bit 1%" x 54," A 
D-971 Short Boring Bit 1 "x 54," 4 
D-972 Standard Boring Bit 1%"x 7" Vy, 
D-973 Standard Boring Bit Ue x 7 Vy, 
D-974 Standard Boring Bit 1 %"x 7" Ye 
D-976 Standard Boring Bit 1%"x 7" "hg 
D-977 Standard Boring Bit Lae. he 
D-978 Standard Boring Bit a" RT 156 
D-979 Standard Boring Bit 256 x 7" 1 
| 0.938 Long Boring Bit 54" x 18” 1S}, 
D-939 Long Boring Bit We" x 18” IS} 
D-940 Long Boring Bit 3," x 18" 1 
D-941 Long Boring Bit 135." x 18” l 
D-942 Long Boring Bit 7h" x 18" 1 
D-943 Long Boring Bit * x18" 1 
D-944 Long Boring Bit 1,” x 18” 1 
D-945 Long Boring Bit 1 4" x 18" 1 
D-947 Long Boring Bit 1 3" x 18” 1% 
D-948 Long Boring Bit 1%" x 18” 1% 
D-949 Center Stem Bit yy" x 18” TY 
D-950 Center Stem Bit % 6” x 18” Ip 
D-951 Center Stem Bit 4" x 18” y, 
D-952 Center Stem Bit 6" x 18" UP 
D-953 Center Stem Bit 3," x 18” 1) 6 
D-954 Center Stem Bit 1346" x 18” 1 
D-955 Center Stem Bit Th" x 18" 1 
D-956 Center Stem Bit 1" x 18" 1y, 
D-936 18” Extension the’ x 18" 1 
D-937 24” Extension The’ x 24" Wis 
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RIDGID Bench Grinders 


No. 926 Bench 
Grinder, 6” - 1/5 hp. 


No. 927 Bench 
Grinder, 7” - 14 hp. 


No. 928 Bench 
Grinder, 10” - 1 hp. 


RIDGID Bench Grinders are designed for continuous grinding 
in industrial, plumbing, electrical and general shop 
applications. U.L. listed and CSA approved. Each RIDGID 
Bench Grinder features a heavy duty cast iron motor housing 
and direct drive, dynamically balanced shafts for maximum 
power and smooth operation. Double shielded ball bearings, 
totally enclosed motor are protected from abrasive particles. 
Adjustable tool rests, spark shields, shatter proof glass eye 
shields, coarse and fine aluminum oxide vitrified grinding 
wheels, an 8' industrial power cord and On-Off, toggle type 
switch are standard equipment. 


No. Description Wt. Lbs. 


Bench Grinder with standard equipment, \, hp, 31 
115V, ac, 60 Hz., single phase, 3450 rpm motor & (2) 
6" dia. x 34" wheels 


Bench Grinder with standard equipment, ' hp, | 45. 
115V, ac, 60 Hz., single phase, 3450 rpm motor & (2) 
7" dia. x 1" wheels 


Bench Grinder with standard equipment, 1 hp, 
115/230V, ac, 60 Hz., single phase, 1725 rpm motor 


& (2) 10" dia. x 1" wheels 


Accessories 
Grinding Wheels 


Aluminum oxide vitrifide material in 
two grades; (36 grit) coarse & (60 grit) fine. 


No. Description — Grit T Size 


E-2809 | Grinding Wheel-Coarse | 36 | 6x 3" 


E-2810 | Grinding Wheel-Coarse _ 36 | 7x I"| 
E-2811 | Grinding Wheel-Coarse 36 LO” x 1* 


E-2815 | Grinding Wheel-Fine | 60] 6"x%" 
E-2816 | Grinding Wheel-Fine 60 Peel" 


E-2817 | Grinding Wheel-Fine | += 60 | _ 10x 1"/ 1 


Glass Eye Shield - No. D-893 
For RIDGID NOs. 926, 927 & 928 Bench 
Grinders. Each Eye Shield holds 3” x 5” 
shatterproof glass. Eye Shields should 
be used in every grinding operation 

for operator's safety. 

No. D-893 Glass Eye Shield Wt. Lbs. %, 
Pedestal with Water Pot - No. B-237 = 
Optional for all three RIDGID Bench Grinders. 

Heavy duty gray iron castings, tubular steel 

column provide for a solid stand. Water pot 

adjusts to any height. Pedestal height 

assembled - 34”. 

No. B-237 Pedestal 


with Water Pot Wt. Lbs. 54 
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RIDGID Pre-Tested Work Saver Tools 


RIDGID Portable Chain Saws Light Duty and Heavy Duty Chain Saws 
ee for All Types of Cutting and Clearing 
Applications. 


Light Duty Models 
Three RIDGID light duty 
models include the Nos. 
305-10 (10” bar), 305-14 
(14” bar), and 380-16AV 
(16” bar). 


RIDGID Light Duty Portable Chain Saws offer versatile, 
economical operation for general construction and utility 
work. All three models feature an engine weight under 10 
pounds making handling easier, automatic chain oiling for 
longer bar and chain life (Nos. 305-14 and 380-16AV have 
manual oiling also), Tillotson all-position carburetor, 
automatic rewind starter, extra large fuel and oil capacity, 
moisture and dust-proof ignition and extra quiet muffler. The 
No. 380-16AV has an anti-vibration design feature which 
contributes to smooth saw operation and less operator 
fatigue. 


Heavy Duty Models 
Two RIDGID heavy duty 
models include the No. 
590-17 (17” bar), and the 
No. 690-21AV (21” bar). 


RIDGID Heavy Duty Portable Chain Saws are built for the 
toughest construction and utility jobs and offer features which 
make cutting faster and safer than ever before. Both models 
offer powerful two cycle air cooled engines, automatic chain 
oiling (No. 590-17 has manual oiling also), Tillotson all- 
position carburetor, automatic rewind starter, extra large fuel 
and oil capacity, trouble-free, moisture and dust-proof 
ignition and extra quiet muffler. The No. 690-21AV also offers 
solid state electronic ignition for fast starts and the unique 
anti-vibration design for smooth operation and less operator 
fatigue. 


Specifications 
Model No. 305-10 305-14 | 380-16AV | 590-17 | 690-21AV Model No. 380-16AV 690-21AV 
| Engine Two Cycle-One Cylinder Air Cooled Eng. Speed 8500 RPM 6500 RPM| 7500 RPM 
Eng. Wt. 8, Ibs. | 84 lbs. | 9% Ibs. | 12% Ibs. | 16 Ibs. | 2850 3280 
Displacement | 1.86 Cu. In.]1.86 Cu. In.|2.3 Cu. In. 4.2 Cu. In. | [Chain Speed _ 3190 Ft./Min. FL/Min. | Ft/Min. 
30.5c¢ 30.5cc 38 59cc Fuel Tank 10 07. 11 02. 18 oz. | 2607. 
Piston Aluminum Alloy Oil Tank 5 02. | 6 02. 9.3 02. | 13 02. 
Cylinder Aluminum Alloy with Heavy Chrome Plating | Sprocket 3," Pitch-Spur Type 7 Tooth, 34” Pitch 
Carburetor Tillotson Type, All-Position, Speed Control Bar 10" 14" 16” L720" 25" 
Starter Automatic Rewind Attachment Sprocket Nose Hard Tipped* 
Solid Min. Felling 
Ignition Phelon Magneto | State Height Li," 1)" 
Muffler Baffle - Spark Arresting (Extra Quiet) Handle Bar Flush Cut 
Clutch Automatic Centrifugal - Release at Idle Speed Oiler Auto. | Auto./Mn'l. | Auto./Mn'l 
Drive Direct (1:1) Ratio Throttle Lock ee ee 
*No. 690-21AV also takes 24” and 30” Sprocket Nose Anti-Vibration | — | = Yes | = 
RIDGID Chain Saw Accessories 
Chain Saw Bars Chains Miscellaneous 
Wt. wt. 
Description For Saw(s) | Lbs. | No. Chain Used On | Pitch | Lbs. 04 fn 2 eae 7“ 
10” Sprocket Nose Bar | 305-10 E-3005 | D-1113 Bar | %' oe ‘ ~) “132 ; . 
ia” Sorocket Nose Bar| 305-14 7 ! F-30068 | D-1114 Bar | 3%” a ee 
16” Sprocket Nose Bar | 380-16AV | E- D-1115 Bar | %" 4 rd Wo gi 
17" Hard Tipped Bar | 590-17 & D-1116 Bar | 34" eee Hees wa ee 
690-21AV D-1117 Bar | 34" File 
21” Hard Tipped Bar 590-17 & D-1118 Bar | 34” No. D-1168 Grease Gun 
: ; care lee D-1116 Bar | 34" No. E-3019 Depth Gauge Jointer 
25” Hard Tipped Bar 990-17 & D-1117 Bar | 34" No. E-3069-X Plug Wrench with 
; nlleal! D-1118 Bar i Handle 
24" Sprocket Nose Bar | 690-21AV D-1119 Bar 3 No. E-3070 4” Bar Wrench 
30” Sprocket Nose Bar | 690-21AV D-1120 Bar 3," No. E-3071 = T-Wrench 
: No. E-3072 2 Cycle Engine Oil 
Sprockets No. E-3073. = Chain-Bar Lube 
No. E-3016 - 34” pitch spur type for Nos. 305-10 and 305-14 Chain Saws. No. E-3074 6” Flat File 


No. E-3017 - 34" pitch, spur type for No. 380-16AV Chain Saw. 
No. E-3018 - 34" pitch, 7 tooth, for Nos. 590-17 and 690-21AV Chain Saws. 


Page 30 The Ridge Tool Company, Elyria, Ohio, U.S.A. 


RIDGID Pre-Tested Work Saver Tools 


RIDGID No. 950 
Groove-Bevel-Cutoff Machine 


Quickly and efficiently prepares 21/,” through 8” 
pipe for welding or mechanical fittings. Ideal for 
pipe and sprinkler fabricators, mechanical and 
plumbing contractors. 

Here’s a real worksaver! The RIDGID No. 950 sets up in a 
hurry then goes to work for fast, production-type prepara- 
tion of large pipe of various lengths. Built to RIDGID quality 
standards for long, trouble-free service, it performs three 
operations. It grooves, cuts and bevels pipe up to 8”. Easy to 
operate! 


The No. 950 is electric motor-driven (4 hp, 115v, single 
phase, 50-60 Hz, ac only. 230v available on request). It is ~A. ~ 
completely portable, track mounted to accommodate various pipe lengths. It features an integrated 
recirculating oil system. A foot switch with magnetic contactor contributes to easier, safer operation. 


Specifications hs 
Pipe Capacity ............ccsssssessescossssssesssscessssseeeee 2')" through 8” ATR GIGIN Git CONES Poaceae certscer tae socevveee tvertSeniBerrecarcceesactec 46 


(24)", 3", 4", 5", 6" and 8") 


Power Unit (Use 30 amp. fuse and circuit) 
Motor Model No. 9174.0... 115v, single phase, 
only (50-60 Hz) 


Tool Box {includes tools)... 
Cutting Oil (5 gallons) 


Motor Model No. 9274 (available Standard Equipment (supplied with machine) 


upon request) .. 


Cutting Tools........ (1) Beveling Bit Holder/Beveling Bit 


Motor Control... Magnetic Contactor and 2s | (1) R.H. Holder/Grooving & Cutoff Bit 
Foot Switch (1) L.H. Holder/Grooving Bit 
ABT .. (1) R.H. Holder/Grooving & Cutoff Bit 
Coolant Unit 
PUMP cccssssscsssecsee Submersible, motor-driven, centrifugal " (1) LH. Holder/Grooving Bit ; 
type (same electrical specs. as Power Unit) ieee eaenutin . (1) R.H. Holder/Grooving & Cutoff Bit 
arm’ Corittl wsssssacssesccrercasnnivewvesaeoe ON-OFF, toggle-type (1) LH. Holder/Grooving Bit 
Use a high quality cutting oil— RIDGID Nu-Clear Tracking! Collars:.....csss:sosssscsssasiessssessssssesosseees (6) for 2", 3", 
recommended. 4", 5", 6" and 8” Pipe 
Lathe-type, universal, internal/external CET HG BRE TIA AS isn cs nasccinansonsiannnnissnavicaracesnnszsnns 25 feet total 


cei Samana aman Hand fed- 
grooving, beveling and cutting tool bits 


(2 sections — 10’, 1 section — 5’) 


Tool Box 


The No. 950 cuts a groove 
for mechanical-type fittings. 


mmo 


ral 


Preparing pipe for welding. 
The beveling tool provides a 
371° bevel. Single or dou- 
ble bevels can be made. 


.... Tracking Collars, Guide Rolls 


Wrench ...... .... Lathe-Type Chuck 
Oil Pail 
Dimensions / Weight L Ww oH on tie lie 
: ff Gauge on... eecccsseeeceeeee for Track lar pl 

Machining Head Carriage... 53" 33" ag” 360 «——_—Utoft Gauge a eS 
(includes Pump, Pail and Chip Tray) Accessories 

No. 955 Track Pipe Stand (minimum of 2 
Power Head Stand..........ssssseeseseeeees 58” 41" 47" 340 recommended) 
Spindle height 38} 
{Since tet Sa) RIDGID No. 950 Machine with Standard 
Track Pipe Stand ......cccccccsssecscesseeeccen 26" 22" 34" 38 EID RR EE scccrevteny inateonosremeremcmeccuansengornnenn . Weight 962 Ibs. Tool bit replacement. Fast, 


easy tool replacement is 
essential for good produc- 
tion. 


RIDGID No. 964 Chop Saw 


Recommended for plastic pipe and conduit. This 12” saw 
with its full %4 horsepower motor is ideal for general 
construction and utility work. Cuts through 4!” plastic and 
non-ferrous materials. ; j 
from job site 


Light weight, heavy duty and truly portable. Can also be to job site with 
bench mounted for production-type jobs. Plastics and handy, 

most non-ferrous metals, including aluminum and copper balanced 
tubing can be cut easily with this saw. The quick-acting carrying han- 
vise accomodates bars and most shapes for production dle. 

cutting. Rugged cast aluminum base and blade guard. 
Carrying handle. Two safety guards for blade, thermal 
overload protector and impact-resistant cover contribute 
to safer operation. 


Truly portable 
. only 45 
pounds. Carry 


Use in plant, 
in mobile utili- 
ty van, or out- 
doors on job 


No. 964 Chop Saw with Standard Equipment (incls. 3¥,hp, 115V, single phase, ac, 60 Hz., 
3450 rpm, induction type motor, with momentary contact switch, and standard steel Saw 


Blade: INO: SSO! pases es ax acne a ms ataexommuare b.9.¥0.08 ms aitanipenininiers a8 ¥-9.48 S68 arin enstonermis Wt. Lbs. 45 site. 
Accessory Blades 

No. C-520, 12” Carbide Tip Saw Blade ............. 0. cc cece eee eens Wt. Lbs. 3 

No. C-521, 12” Carbide Grit Edge Saw Blade ....................200000. Wt. Lbs. 3 
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RIDGID Pre-Tested Work Saver Tools 


RIDGID No. 945 Metal Cutting Band Saw 


Easily Portable with Wheel Stand, 
or Can Be Bench Mounted. 
Horizontal or Vertical Operation. 
Capacity: Through 41/," Round 
Stock, Through 4” x 6” Rec- 
tangular Stock. 


Rugged cast iron construction. In 
horizontal position, saw stops 
automatically when cut is com- 
pleted. Cuts tool, stainless (to 40 
RC) and alloy steels, and bearing 
bronzes at 65 fpm; mild steel, hard brass and bronze at 120 
fpm; soft brass, aluminum, copper, plastic and other light 
materials at 220 fpm. 


No. 945 Band Saw with Standard Equipment, and No. 45 
Wheel Stand, Incl. 7/3 hp, 115V, single phase, ac, 60 Hz., 1725 
rpm motor, (also available in 115V, 50 Hz., OR 230V, 50/60 Hz., 
upon request) with On-Off toggle-type switch, 1%" x .020 x 
5'41/,", 14 teeth to inch, tooth raker set Blade Wt. Lbs. 160 
No. 945 Band Saw with Standard Equipment as listed above, 
Less No. 45 Wheel Stand Wt. Lbs. 118 


No. 45 Wheel Stand Only ..........00c cece eens 


RIDGID No. 970 Metal Cutting Band Saw 


Capacity: Through 7” Round 
Stock, Through 7” x 12” Rec- 
tangular Stock. 


Designed and built for continual 
production. | Counter-balanced 
Head with Hydraulic Feed 
Cylinder. Automatic Shut-Off. 
Cutting speeds: 65 fpm for high 
speed alloy, stainless (to 40 RC) steels, and heavy cross- 
sectioned materials; 105 fpm for tool steel (to 40 RC), bearing 
bronzes and nickel; 180 fpm for mild steel, hard brass and 
bronze; 280 fpm for plastic, copper, soft brass aluminum and 
other light materials. 


No. 970 Band Saw with Standard Equipment (Incl. / hp, 115V 
or 230V, single phase, ac, 60 Hz, 1725 rpm, capacitor start 
motor; with On-Off toggle-type switch; 5%" x .032 x 8’-11", 14 
teeth to inch, tooth raker set Blade) .......... Wt. Lbs. 412 


Wet Cut Kit attachment No. 975 is available to convert No. 970 
(10-1705 Series) Saws into a wet cut model. 


RIDGID No. 971 Wet Cut 
Metal Cutting Band Saw 


Capacity: through 7” round stock, 
and 7” x 12” rectangular stock. 

e ae | 

Designed and built for production 
work. Submersible centrifugal 
pump circulates coolant to blade, 
through foam filter, and back to pump reservoir. Automatic 
shut-off. Counterbalanced Head with Hydraulic Feed 
Cylinder. Cutting speeds: 65 fpm for high speed alloy, 
stainless (to 40 RC) steels and heavy cross-sectioned 
materials; 105 fpm for tool steel (to 40 RC), bearing bronzes 
and nickel; 180 fpm for mild steel, hard brass and bronze; 280 
fpm for plastic, copper, aluminum and other light materials. 
No. 971 Band Saw with Standard Equipment incl. 1% hp, 
115/230V, (factory wired for 115V) single phase, ac (60 Hz.) 
1725 rpm, with overload protector, motor; 115V, single phase, 
ac (60 Hz.) submersible coolant pump (separate power 
required), On-Off toggle-type switch, replaceable coolant 
filter, three point stand and 5%" x .032 x 8'11", 14 teeth per inch, 
tooth raker set Blade ...........cceeeeeeeeeee Wt. Lbs. 466 


*Also available in 115V, 50 Hz., OR 230V, 50 Hz., upon request. 
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RIDGID Portable Band Saws 


Easily handle most ferrous and 
non-ferrous metals, bar, tubular 
and irregularly shaped materials a 
and plastics. a 
Four models offer wide cutting ss 
range, portability and heavy duty 
service. 

Nos. 941, 942 and 943 Band Saws capacity: through 33/,” 
round stock through 33/,” x 41/,” rectangular stock. 

No. 944 Band Saw capacity: through 43/,” round stock 
through 43/,” x 43/,” rectangular stock. 

Ball and needle bearing construction throughout; heavy duty, 
instant speed control; rugged cast aluminum body; universal, 
failure-protected motor. 115 volt only. 

No. 941 Portable Band Saw — Single Speed design. Standard 
equipment: Blade (14 TPI carbon steel), Wax, Lubricant and 3- 
Conductor Cord. 

No. 942 and No. 944 Portable Band Saws — 2-Speed design. 
(195 SFPM Low, - 245 SFPM, High). Standard equipment: 
Blade (carbon steel), Wax, Lubricant and 3-Conductor Cord. 
No. 943 Portable Band Saw — Variable Speed design. (80 to 
240 SFPM). Electronic control and failure-protected motor 
regulates speed at virtually constant torque curve. Standard 
equipment: Blade (14 TPI carbon steel), Wax, Lubricant and 3- 
Conductor Cord. 

Kits consist of one Saw, Metal Carrying Case and Saw Blades. 


No. 


Description 
No. 941 Saw, No. 939 Carrying Case, 
(6) 14 TPI Carbon Blades 
No. 942 Saw, No. 939 Carrying Case, 
(6) 14 TPI Carbon Blades 40 
No. 943 Saw, No. 939 Carrying Case, 
(6) 14 TPI Carbon Blades 
Carrying Case 
(For Nos. 941, 942, 943 Saws) 
[940 
halal E-2844 Saw Blades 
| B-236 | Carrying Case for No. 944 Saw 


Stand (For Nos. 941, 942, 943 Saws) 
er 


one each of E-2842, E-2843, 


No. 944 Saw, No. B-236 Carrying Case, 
Stock Stock 


941 Saw Only | 3%" dia. | 3%" x 4%" 
942 Saw Only | 3%” dia. | 334” x 4%" | 195/245 | 20%, 


943 Saw Only 3%" x 4%" | 80 to 240 
944 Saw Only 45/," x 49," | 195/245 


Tye | _ForSawnon, | 


941, 942 and 943 

941, 942 and 943 
[6 | Tooth RakerSet{ 945 
[E-1774 | 8 | ToothRakerSet| 970,971 | 
fe-2842, | 10 [| Carbon | 944 
fe-2643 | 14 [| Carbon | 944 
E-2844 P44 
| E-2845 | 


944 
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RIDGID Pre-Tested Work Saver Tools 


RIDGID 16” Abrasive Cut-off 
Machines 


Three models, with optional 
accessories, cut pipe, tubing, 
bars, most shapes. Cutting 
capacity (90° cut-off): solid 
sections to 2”, pipe to 4”, 
most 4/," shapes. 

Built for long, dependable 
service. Interchangeable 
abrasive wheels. Safety 
guards for belt and cut-off 
wheel. Other features: cam 
lock vise, 90° cut-off and 45° 
miter, 1” arbor shaft, and vise 
assembly. Optional stand, 
chain vise and work length 
stop gauge. 24 grit red and 36 grit blue 
abrasive wheels also available separately. 


No. Description Wt. Lbs. 

9161 16” Machine, 7'hp, single phase, 255 
230v, 60 Hz, magnetic starter 

9163 16” Machine, 7¥,hp, three 190 


phase, 230/460v, 60Hz, 
manual starter 
9163-10 16” Machine, 10hp, three 215 
phase, 230/460v, 60 Hz, 
magnetic starter 


Accessories for Nos. 9161, 9163 and 9163-10 


9167 Chain vise 17 
9168 Work Length Stop Gauge 10 
9169 Pyramid Sheet Metal Stand 45 


ancl 24 Grit Red Abrasive Wheel 23), 
Fits 1” Arbor 


C-629 36 Grit Blue Abrasive Wheel 2% 
(Fits 1” Arbor) 


RIDGID 8” and 10” 
Abrasive Cut-off Machines 


Both sizes, with optional accessories, 
cut pipe, tubing, bars and most shapes. 


Cutting capacities: Models 
8" | 10" 


Professional type, built for 
dependable service. Inter- 
changeable abrasive wheels. 
Safety guards for belt and 
cut-off wheel. 


a 


24 Grit Red Abrasive Wheel 
(Fits 5” Arbor) 


aie 36 Grit Blue Abrasive Wheel % | 
fy 


(Fits 94” Arbor) 


Work Length Stop Gauge 
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*220V only 


RIDGID No. 70 
Propane Torch 


Kit 


The No. 70 is a versatile all-around heating tool. Ideal for 
general plumbing, heating, air conditioning, refrigeration, 
electrical, automotive work. Soft solders copper, stainless 
steel, galvanized steel and brass tubing and fittings, and 
electrical cable connectors. Silver solders copper and 
other materials. Does many jobs formerly requiring oxy- 
acetylene. High-velocity, whirling action flame encircles 
tube and fitting and gives fast, precisely controlled heating. 


Standard Equipment: 

No. E-3433 Handle and Valve Assembly @) 

No. E-3435 (No. 02) Burner Assembly ©) 

No. E-3437 (No. 04) Burner Assembly ©) 

No. E-3441 Hose Assembly 

No. E-3442 Regulator Assembly © 

No. E-3443 Lighter: Spring action, flint-spark type ©) 
No. E-3444 O-Ring Set 

No. B-245-X Enameled Steel Carrying Case @ 
Burner Assemblies Available: 


Application/Tube Diameter 


Soft Soldering through 1” 
Silver Soldering through 3,” 


E-3436 Soft Soldering through 115” 
(No. 03) Silver Soldering through °;” 
E-3437 Soft Soldering through 2” 
(No. 04)* Silver Soldering through 3," 
E-3438 Soft Soldering through 3” 
(No. 05) Silver Soldering through 114" 
E-3439 Soft Soldering through 4” 
(No. 06) Silver Soldering through 13/,” 
E-3440 Soft Soldering through 6” 
(No. 07) Silver Soldering through 21," 


*Standard Equipment 


Propane Tanks Available (Shipped Empty): 


Dimesions 


Propane —E——————————| 
No. Cap. Lbs. Height | Diameter 


B-248-X 


Aluminum 
B-250-X 


Aluminum 


B-251-X 
Aluminum L ¢ 13%, 


No. 70 Propane Torch Kit Wt. Lbs. 934, 
No. 71 Propane Torch Kit (same as No. 70 except less B-245-X 
Carrying Case Wt. Lbs. 41/, 
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RIDGID Pre-Tested Work Saver Tools 


RIDGID No. 90 
Air-Acetylene 
Torch Kit 


RIDGID No. 91-B 
Self-Lighting Air-Acetylene 
Torch Kit 


Instant On, 
Instant Off 
Flame Control 


Job Designed Tips 
for precision application, 


360 degree rotation. Automatic Safety Valve 


Plunger safety valve with 
ring... closes when 
burner assembly is 
removed. 


@) 
aed @ 
o © 
an 
The No. 90 Air-Acetylene Torch is invaluable for soldering, 
light brazing, leading, thawing, softening, melting, heating, 
straightening, loosening nuts or seized fittings, etc. It 
delivers an all-weather concentrated flame nearly twice as 
hot as propane, without soot, smoke or objectionable fumes. 
Quick-disconnect feature eliminates cross-threading, allows 
for easy interchange of burner assemblies. Conveniently 
placed control knob for one-hand operation. Comfort-grip, 
perfectly balanced handle is light weight, shatter-resistant, 
heat-resistant. Compact and portable: all components ex- 
cept tank fit into metal carrying case. Choice of five burner 
assemblies (from fine to extra heavy) and two regulator 
assemblies (“B” tank or “MC” tank). 


Balanced Comfort Grip 
Light-weight, shatter- 
resistant, heat-resistant. 


Snap Switch Off Control 
Extinguishes flame 
instantly. 


Squeeze Trigger Lighting 
Instant on, instant off, 
instant on again with 
same flame setting. 


Standard Equipment: 
No. E-1137 Hose Assembly (@) 
No. E-1138 Handle and Valve Assembly 
No. E-1149 (No. 3) Burner Assembly ©) 
No. E-1152 Box End Wrench ©) 
No. E-1153 Adapter Fitting 
No. E-3443 Lighter © 
No. E-3444 O-Ring Set 
No. B-245-X Enameled Steel Carrying Case © 
And 
No. E-1140 Regulator Assembly (UL approved) for “MC” Tank © 
Or 
No. E-1139 Regulator Assembly (UL approved) for “B” Tank © 


Flame Adjustment Valve 
Convenient location. 


Burner Assemblies Available 


Aaa a ' ; fozzle 
No. Description Application/Tube Diameter LD. 
en Fine at saieing to °4 Yea" 
(No. 1 ilver Soldering to 3,” . 
E-1148 Light Soft Soldering to '” i" Standard Equipment 
(No. 2) Silver Soldering to 3,” A. No. E-2826 Handle and Valve B. No. E-1139 “B” Regulator 
E-1149 Medium Soft Soldering 3," and 1" 1364" Assembly 
(No. 3)° Silver Soldering 3" and 34" C. No. E-2832 Aes 2 he — D. No. E-2827 Combination Wrench 
E-1150 Heavy Soft Soldering 1” through 1!" | 4" Siderines eciumn 
* i "and 1" g to2 . No. E-113 
(No. 4) Silver Soldering 3,” and 1 - Silver Boldaring id yj, No. E-1137 Hose Assembly 
E-1151 Extra Soft Soldering through 4” ie Availabl ; 2 - 
ki (No. 5)** Heavy |__ Silver Soldering through 1!" vailable separately: No. E-2829 Leak Detector with search hose 


Burner Assemblies Available 


Soft Soldering through 34" 
E-2830 (No. 0) Silver Soldering through 3" 


*Standard Equipment 
**"B” Tank should be used with Nos. E-1150 and E-1151. 


No. Zz Description Wt. Lbs. i 
“Berrie | * Se 
90B eet ny 95, wer Soldering through th 

iia 2833 (No. 3) Siver Snery tag 1 
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RIDGID Pre-Tested Work Saver Tools 


RIDGID 
Midget Tubing Cutters 


For up to 15/,,” O.D. 
Tubing in Extreme 
Close Quarters 


These tubing cutters are specifically designed for use in 
extra close quarters on small size hard and soft copper, 
aluminum, brass and plastic tubing. Two rollers opposite 
cutter wheel permit easier rotation and faster cutting. Slide 
and wheel housing are strong and light weight. Large, 
knurled feed screw knob gives easy control of cutting 
pressure for clean cuts. 


ne [easy [tena | rina an | Wo 
wy" o0 


RIDGID ZY 


Quick-Acting / .% ° 
Tubing Cutters mY ee 
— > ig / 


Open and Close 
Instantly 


RIDGID Quick-Acting Tubing Cutters are among the most 
advanced tubing cutters made. Give clean, square cuts 
over long service life on thin and heavy-wall copper, brass 
and aluminum tubing, aluminum pipe and thin-wall con- 
duit. Wheels are available for cutting plastic. Fast closing. 
Fast cutting. Fast opening. Push handle in to snug up 
cutter wheel to tubing. When cut is completed, press re- 
lease nut and cutter wheel slides smoothly away from 
tubing. Rugged aluminum alloy cutter wheel housing for 
light weight. Protected, constant-force spring provides 
uniform tension over long use. Beam-type wide flange 
aluminum alloy frame gives lightness and rigidity. 


No. Capacity Wt. Lbs. 
131 1" through 159” 0.0. 1, 
132 14" through 259” 0.D. 1%, 
133 ‘" through 35" 0.D. 3% 
134 1'," through 44," 0.D. 4, 
136 34," through 6%,” 0.D. 6% 


RIDGID No. 105 Tubing Cutter 


Grooved Rolls for 
Close Flare 
Cut-offs 


Fold-in Reamer 
Protects Hands 
and Pockets 


Spare Cutter 
Wheel in Handle 


Enclosed feed protects against clogging and jamming. 
Frame of lightweight, high-strength aluminum alloy. Cuts 
copper, brass, aluminum tubing and thin-wall conduit. 
Rollers smooth tubing ready for soldering. Only 5" long. 


No. 105— Capacity }4” through 144" 0.D. oe Wt. 1 Ib. 
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RIDGID No. 205 
Tubing Cutter 


Spare Cutter 
Wheel in Handle 


Has instant slide-action size adjustment. Slightest push on 
handle snugs cutter wheel against tubing where it locks 
until released. Grooved rollers for close-to-flare cuts often 
eliminate tubing replacement. Tubing always turns on 2 of 
4 rollers for easy operation. No. 205-P for Heavy Wall 


Plastic. 
No. 205— Capacity 4” through 236” O.D. occ Wt. 1%) Ibs. 
No. 205-P—Capacity }/," through 23)" O.D. oe Wt. 134 Ibs. 


RIDGID Tubing Cutters 


~ + | 


ay 


For Copper, Brass, Aluminum and Thin-Wall Conduit 
No. 10 Capacity %4" through 1” 0.D. No. 30 Capacity 1” through 34" 0.D. 


No. 15 Capacity a through 114" 0.0, No. 30-P Capacity 1” through 3/4" 0.0. 


No. 2 5,” Vv" OD. (For Heavy-Wall Plastic) 
o, BrGapatly 5 Tirougn 2a" 0 No. 40 Capacity 2” through 4'" 0.D. 
Fold-in Reamer Protects 


No. 40-P Capacity 2” through 4'%4" 0.D. 
Hands and Pockets 


(For Heavy-Wall Plastic) 
No. 315— 3-Wheel, Capacity 34,” through 14” 0.D. (Not Illustrated) 
RIDGID Tubing Cutter Wheels 


Blade 
Part Ne Type of Wheel Catalog Numbers for Tubing Cutters For Cutting Exposure 


1 10, 15, 20 Tubing 149 
£2558 | Thir 30. 40, 106. 133, 134, 134-P, 136, 136-P. Tubing 220 


Tubing 112 
10 105, 205, 131, 132 Tubing 149 
20 Tubing 162 
32, 131-P. 132-P, 205, 205-P PE. PB & PP Plastic Tubing 286 
33-P. 30, 40, 30-P, 40-P, 106 PE, PB & PP Plastic Tubing 412 
134, 134-P. 136. 136-P PE. PB & PP Plastic Tubing 500 
30, 40, 107 


134, 134-P, 136, 136-P Tubing 292 
136, 136-P PE, PB & PP Plastic Tubing 747 
ee 105, 205 Tubing 162 | 
- e | 30, 40, 106, 133, 133-P PVC & ABS Plastic Tubing 412 | 
52 Teflon Coated 205, 131. 132, 131-P, 132-P PVC & ABS Plastic Tubing 290, } 
34 pi 205 Aluminum Tubing 290 
174 nt 105, 205, 131-P, 132:P Soft & Flexible Tubing 147 
Te! 


134, 134-P, 136, 136-P PVC & ABS Plastic Tubing 500 


Note: All wheels for cutting plastic are coated with TEFLON-S, DuPont's registered 
trademark for its non-stick finish I 


RIDGID No. 75 
Copper Cleaning Tool 


Simplifies Cleaning of Copper 
Tube and Fittings 


Preparatory to soldering, this ex- 
clusive tool polishes O.D. of 
tubing, and both end and |.D. of 
fitting clear to the bottom. Made 
of washable rubber, impregnated 
with abrasive. To use, simply 
squeeze the tool. 


Wt. Lbs. 
12 per box 


No. 75— Capacity ," and 34" Nominal Watertube .......0....00..ccceeees 


RIDGID Pre-Tested Work Saver Tools 


RIDGID 
No. 106 
Internal Tubing 


Cutter 


Cuts Waste Tube : 
Below Floor Level om 


Newest, fastest, easiest way to trim extending ends of in- 
stalled closet bowl and shower waste lines below level of 
flange. Easy to use: Just set for length to be cut off; rotate 
in tubing while maintaining cutter wheel pressure. Adjusta- 
ble for 2” or 3” copper and plastic tubing. Tool body is 
tough stainless steel and aluminum — rollers and cutting 
wheel are hardened steel. 


No. 106 Internal Tubing Cutter... .ceccecesessesseeseene Wt. 23, Ibs. 


RIDGID Geared Ratchet Lever-Type 
Tube Benders 


Three Sizes for 5%", 34," 
and 7," O.D. Tube 


Geared High Mechanical Ratios 
Let you Bend: 


Heavy-Wall Steel Tube (up to 1/,” wall thickness) 


Stainless Steel Tube (up to 3/3,” wall thickness) and 


Hard Copper Water Tube (types K and L) 


Made of high-strength aluminum for handling ease, these 
RIDGID Ratchet Tube Benders will produce uniform bends 
up to 180°. Pre-heating of tube or the need of special 
temper grade tube have been eliminated. 


Special, no-feed-thru design permits easy positioning of 
bender at any desired point on tube. After bend is formed, 
latch and drive arm on top of bender are swung back for 
easy disengagement of bender and tube. “Gain marks” on 
drive arm assure accurate precutting of tube to length for 
time and material savings. Alignment marks on drive arm 
give bending accuracy. 


Long ratchet handle and geared 13 to 1 (Model No. 358) 
and 18 to 1 (Model Nos. 368 and 378) mechanical ratios 
reduce bending effort to a minimum. Bending roller is free- 
turning to eliminate friction. Special clamping pad on 
bottom of form handle allows vise mounting when desired. 
RIDGID No. 358 Ratchet Tube Bender, %%” 0.D. Tube (¥5" Nominal 
Water Tube) Capacity, 3” Radius to Center Line of Tube.......Weight 71, Ibs. 


RIDGID No. 368 Ratchet Tube Bender, %,"” 0.D. Tube (%" Nominal 
Water Tube) Capacity, 334," Radius to Center Line of 


MUL BG wie-icccrutertiaivernisseracsszonsin stows tent teramneeniontcanmauasetaneieriaarees Weight 14% Ibs. 
RIDGID No. 378 Ratchet Tube Bender, 7,” 0.D. Tube (3,"” Nominal 
Water Tube) Capacity, 334” Radius to Center Line of Tube.................. Weight 


1314 Ibs. 
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RIDGIDNo.102 _ 
Internal Tubing Cutter 


For use on 1” and 3%,” I.D. 
copper water tube. 


Here’s a handy cutter that is readily adaptable for internal 
cuts of 1%" and %," |.D. copper water tube. Guide bushing 
is used for %," 1.D. tube only. Reamer-like end gives 
easy entry into tubes that are out-of-round or burred. 
Length of tube to be cut off is pre-set by adjustment of 
stop collar that locks in place with large thumb screw. 
Length of cut ranges from 5," to 414". Lathe type cutoff 
tool cuts cleanly. Ratchet handle requires minimum oper- 
ating space and has comfortable plastic grip. Large, 
knurled feed knob gives exact cutting control. Plastic 
guard protects fingers during operation. 


No. 102 — Capacity 14" and 34" |.D. Copper Water Tube ..Wt. 14% Ib 


Six Sizes from 3,” through 1" O.D. 
Fast, Accurate Bends of Soft and Hard Copper, 
Brass, Aluminum, Steel and Stainless Steel Tube 


Improved design of these RIDGID Lever-Type Benders 
makes them versatile, accurate and easy to use. When tube 
is correctly measured, bends will be accurate to blueprint 
dimensions within + 135". All wearing surfaces have been 
hardened for lasting accuracy, long service. 


Spring washers hold link and shoe handle in any desired position 
for easy insertion and removal of tube. 

Scale on inner face of link eliminates extra measuring, assures fast 
tube positioning for accurate finished dimensions. 

Cam-shaped latch with thumb boss assures positive but easy latch- 
ing and unlatching. Held by spring washer, latch stays out of way 
for easy tube insertion. 

Forming head is clearly marked for angle of bend in 22¥,° incre- 
ments from 0° to 180°. 

Form handle is grooved for positive tube alignment. Form handle 
and tube can be secured in a vise when bending extra hard tube. 
Form handle carries “Gain Marks” for accurate measurement of tube 
before cutting. Pieces can be pre-cut to proper length .. . no extra 
cutting or wasted material. 

Extra strong, one-piece handle and forming head assure lasting 
accuracy. 

Stop pin assures proper link position for start of bend. 

Unique offset position of pivots eliminates pinching of tube at start 
of bend. 

Handles are still wide apart when completing a full 180° bend... 
no knuckle cracking. 


7 


Radius to 
Model No. Tubing Size O.D. Center of Tube 


Metric Inches Metric Inches Metric | Wt. Lbs. 
She" The % 
394M |" =| 6MM Ie" 15MM | 1 
395M She” | 8MM_ | 11/46" 18MM | 1% 
396M 3%” | 10MM 15/16” 25MM | 2%4 
he" ] 1%" | 4 
398M ¥," 12MM 1%," 40MM | 41, 
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RIDGID Pre-Tested Work Saver Tools 


RIDGID Spring-Type Tube Benders 


For fast, free-form bending of soft copper and aluminum 
tube. Eight sizes for 4," through 7" O.D. 


Tube O.D. | Length Bender No. Tube O.D. 
iy" 10” _||_D-1379 ih" 


Bender No. Length 


D-1375 12" 
D-1376 6” 10" || D-1380 |  %" 12" | 
| D-1381 %, 12" 
| D-1382 TA 12"_| 


Avaiiable singly or in sets. 
Set No. E-5732 (set of 6) 4"-%" 
Set No. E-5734 (set of 8) 14"-74" 


RIDGID 
Flaring Tools 


Weight 13, Ibs. 
Weight 3 Ibs. 


One Integral 
Unit... Parts 
can’t get lost 


These RIDGID Flaring Tools give smooth, uniform flares... faster, too 
...with minimum effort, even on large sizes. Large, comfort-grip feed 
screw handle turns easily. Hardened steel flaring cone, eccentrically 
mounted in needle bearings, produces rolling action for even metal 
flow .. . gives uniform flare walls without galling. Feed releases when 
flare is fully formed. Tubing hole sizes are clearly marked. Rugged 
yokes slide to desired size. Yoke clamp screw fits into centering hole... 
locks bars, yoke and tubing into alignment. Stop pins keep yoke on 
flaring bars at all times. 

All Flaring Tools listed immediately below are recommended for soft 
materials such as aluminum and soft copper. No. 454-W, No. 455 and 
No. 375 will also flare steel, stainless steel, hard copper and brass. A 
model, No. 458M, is now available to flare metric tubing at 45°. 


Sizes Wt. Ibs. 

No. 457 for 45° SAE flares: MB", 3/6 °, V4", She", 38", Vo", 54" 3M, 
No. 459 for 45° SAE flares: 4", 345", V4", 546", 96", "Ae", 14", 

58", 94 3% 
No. 376 for 37° SAE flares: 3A", Ys", 546”, 34", %5", 54" 31) 
No. 454-W* for 45° flares: 3h", Yo", 344", 1" 6%, 
No. 455 for 45° SAE flares: We", 5h", 34", 7", 1" B/, 
No. 375 for 37° SAE flares: Wy", 58", 34", 74", 1" 6, 


No. 458M for 45° flares: 
*Nominal Water Tube 


RIDGID 


Hammer-Type 
Flaring Tools 
8 Sizes for all 34" through 2” Water Tube 


Made of high-grade hardened steel, these tools have a long nose 
guide that centers tool for smooth, uniform flares. Light weight 
hollow construction allows full impact of each hammer blow to be 
transmitted to the tube .. . far less blows are needed. Easy-to- 
hold, knurled head and flaring flange give tight one-hand gripping 
surface. Hardened anvil will not “mushroom” in use. Positive 
diameter stop eliminates over or undersize flares . . . assures tight 
seal with fitting. Nose guide smooths out any distorted tube. 


6, 8, 10, 12, 14, 15, 16, 18mm B), 


Water Tube 
Size 
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RIDGID No. 127 
Inner-Outer Reamer 


Extremely handy for quick, clean and easy 1|.D. reaming 
and O.D. beveling of ¥," through 1%” Nominal Water 
Tube. 

Comfort-grip, plastic construction. Long wearing alloy steel 
blades, protected from nicking and breakage. Does a fast 
professional job on copper, aluminum, brass and other types 
of tubing. 


| No. Capacity 


¥," through 11" Nominal Water Tube 


RIDGID Swaging Tools 


RIDGID Swaging Tools are quality made 
and zinc plated for accuracy and dura- 
bility. The set of four tools is packaged in 
a handy vinyl pouch. Each tool is also 
available separately. For copper, aluminum 
or brass. 


Description O.D. Capacity Wt. Lbs. 
Kit — 4 Tools | a a 1 
4 


Swa Tool 
Swaging Tool 


Swaging Tool 


RIDGID No. 76 Portable Infra-Red 
Propane Heater 


Convenient, instant warmth 
anytime, anywhere. 


Can be hand-held, wall or overhead 
mounted or positioned on any flat 
surface. Delivers 15,000 BTU from 
any size propane tank. Automatic 
shut-off control. Safety tip switch. 
Pressure regulator. 


Description 


Portable Infra-Red Propane 
Heater Only 
Support Stand for 20 |b. 


Empty Aluminum Propane Tank, 
20 |b. Cap. 


RIDGID Pre-Tested Work Saver Tools 


RIDGID 


Nos. 805/805-S (Speedy) 
Power Benders 


“J” Hook adjusts 
easily for size of 
material — locks 
in place 


pane 


Length Gage Stop 
gives fast 
measurement for 
identical bends. 


Large, wide-track 
wheels assure 
ready portability. 


Se 


The Only Portable, Electrically Operated Benders 
That Produce Up to 6 Accurate Bends Per Minute On 
et/,", ¥," and 1” Rigid Conduit and EMT 
e¥,", ¥," (Including Extra Heavy) and 1” Pipe 
¢ All /." through 1” Copper (Types K & L) and 

Steel Tube 
¢ Up to %,” Round, Hex or Square Bar, 1¥,”, 

EMT and 11,” Channel Stock. 


These benders are easy to move on their large, wide-track 
wheels. Setups for size, bend radius, angle of bend and 
type of material to be bent are quickly made . . . without 
tools. Virtually any type of bend can be accurately pro- 
duced. Bend chart provides easy calculation of doglegs, 
offsets, saddles and back-to-back bends. Handy length 
gage saves time when making identical stub bends. 


Standard Equipment 

RIDGID NO. 805 Power Bender (1/, hp, 115/230V, single phase, ac, 60 Hz., motor) — 
60: 1 gear reduction with 2 standard bending shoes with 5" radius for 1", 34" and 1" 
Rigid Conduit and Pipe; Bend Degree Dial; Length Gage Stop (tube not furnished), 
Forming Roll ........0 0 cece eee eee seen eee scence seresteeseeenes Wt. Lbs. 2251, 
RIDGID No. 805-S (Speedy) Power Bender (%/, hp, 115/230V, single phase, ac, 60 
Hz., motor) — 30: 1 gear reduction with 2 standard bending shoes with 5" radius for 
Vp", 9" and 1" Rigid Conduit and Pipe; Bend Degree Dial; Foot Control for high 
speed production; Cycle Control Knob; Length Gage Stop (tube not furnished); 
FOrMINg Roll 2.0.2... cece cece cece eee eee nce ee eet e ee eeeeeeeees Wt. Lbs. 235 


Note: Special Bending Shoes available for 1/2", 9", 1", and 11," EMT; /" through 1" 
Copper (Types K and L) and Steel Tube; up to 74" Round 


RIDGID No. 575 EMT Sizing Tool 
for Conduit 


Sr 


Quickly resizes thin wall conduit ends that have become 
deformed after installation. Tool can also be used for 
slightly bending ends of 1%" and %," conduit for align- 
ment purposes. Hardened alloy steel resists wear. Head 
will not mushroom. Sturdy shoulders stop tool’s entry at 
correct position. Handle is knurled for easy gripping. 


No. 575 — Capacity 4" and 94” EMT oes Wt. 136 Ib. 
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RIDGID Thin-Wall Conduit Benders 


3 Sizes for Y," through 
1” Thin-Wall Conduit, 
Y," and ¥,"" Heavy- 
Wall Conduit. 


Markings indicate 
30°, 45°, 60° and 90° bends. 


Cast of high-strength malleable, these RIDGID Conduit 
Benders have an exceptionally smooth typically RIDGID 
quality finish. Bending grooves conform to Standard Code 
Radii. Smooth side walls grip conduit snugly . . . minimize 
distortion. Slip-resistant step provides for steadying foot 
pressure. Easy-to-see arrows give accurate guide for back- 
to-back and stub ends. (Handles not included.) 


Wt. Ibs 
B-1677 Bends '4" Thin-Wall Conduit to 4” Inside Radius ...........cc 2% 
B-1678 Bends 3,” Thin-Wall and ',” Heavy-Wall Conduit 
to 5” Inside RAdiUStaccscsscensscnsenasmncaccemataremmcanetes 4Y, 
B-1679 Bends 1” Thin-Wall and 3,” Heavy-Wall Conduit 
164s” LSID SS RAC IOS css cesssscstracceconsssincienrsasrannsrecantantencemnnaaae 8, 


RIDGID No. 1778 
Conduit Bender 


Makes 90° stub-up bends 
to desired height, without 
need for pre-measuring or 
calculation, on ¥," EMT 
or ¥," rigid conduit. 


Saves you time and money. Built-in tape provides quick 
measuring for stub-up bends. Precision made of strong 
aluminum alloy. 


No. 1778 — Capacity 34" EMT, ¥%" rigid CONCUIt.......... cesses Wt. 25 Ib. 


RIDGID Hickey-Type 
Heavy-Wall 
Conduit Benders 


3 Sizes for ¥," through 
1%," Heavy-Wall Conduit 


Handle threads are at bottom of extra-long supporting 
socket to minimize handle breakage. Face of bender has 
hardened teeth for slip-resistant grip. Notch in radius pro- 
tects conduit threads. (Handles not included.) 


B-1709 Bends ¥," Heavy-Wall Conduit ...............e seen ee 2, 
B-1711 Bends 14” and 34" Heavy-Wall Conduit ............... 2h, 
B-1712 Bends 1" and 114" Heavy-Wall Conduit ............... Ps 
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RIDGID Pre-Tested Work Saver Tools 
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RIDGID Pre-Tested Work Saver Tools 


Step Ladders 


Heavy duty RIDGID Step Ladders are designed and built for the professional. Available in 
aluminum, fiberglass and wood models. RIDGID Step Ladders meet OSHA requirements 
and comply with code requirements of American National Standards Institute. 


RIDGID Fiberglass 
Step Ladders 


(Type 1 Heavy Duty*) Non-con- 
ductive, solid fiberglass rails. 
Light-weight, easy-handling. Alu- 
minum steps and fittings. Six 
rivets on each step and gussets 
add extra strength. Reinforced 
for added safety and long ser- 
vice life. 


Features: 

© Heavy Gusset Bracing 

e Hinging Doublers 

¢ Pinch Resistant Spreader 
Braces 

© Skid-Resistant Rubber Feet 


No. Size cae with Spread Wt. Lbs. 
FG-4 a | 3" 197" 30” 16 
FG-6 6 | 3" 227," 42" 24 
FG-8 8 | 3" 2574" 54" 2 | 
FG-10 | 10’ | 3” 2874" 66" 4 

| Fo-12 Taz | 3" 3174" 78” 50 


RIDGID Wood 
Step Ladders 


(Type 1 Heavy Duty*) Extra- 
strength for industrial use. Extra 
heavy front and back side rails. 
Steps are extra thick and rod- 
reinforced. Rungs on back allow 
double entry. Heavy gauge plated 
steel hardware. Knee braces 
under each step. U. L. listed. 


Features: 
Non-Split, Steel Bracketed Top © Hinge Brace ¢ Double 
Mortised Steps ¢ Tie Rods and Knee Braces Under Every 
Step ¢ Heavy Steel Spreader Brace @ Anti-Split Rivets 


Pr aL res 
oo 
a 
a 


RIDGID Aluminum 
Step Ladders 


(Type 1 Heavy Duty*) General 
heavy duty use. Extruded alumi- 
num side rails, skid-resistant 
steps, double riveted step to side 
rail, channel-type front and rear 
legs, riveted overlapping top. 
U.L. listed. 


Features: 

Extra Angle Bracing at Hinge e 
Heavy Duty, Steel, Pinch-Resistant Spreader Braces 

¢ Four-Gusset Bracing at Bottom Step ¢ Heavy Duty 
Recessed Top ¢ Skid-Resistant Pail Shelf ¢ Angle-and- 
Gusset Bracing ¢ Skid-Resistant Rubber Feet 


RIDGID Aluminum 


Double Step Ladders nm 
(Type 1 Heavy Duty*) Everyday [ ‘i a 
industrial use. Strong, secure _ 
construction as in single step | -, 
model, with extra sturdy walk- - a 'f ‘ 
up back rungs. Spaced on 12” / “i i 
centers, rungs are securely at- ia ; 
tached with solid rivets and J= 3) 
double-gusseted to back channel : | | ¥ 
legs. ULL. listed. Pm 4 
i VW 
Features: } 
Extra Angle Bracing at Hinge ¢ i 


Serrated Front Steps and Back Rungs ® Heavy Duty Cap e 
Four-Gusset Bracing at Bottom Step e Skid-Resistant 
Rubber Feet 


Pina |e 
re] 
<[ 


a ae 
Width Spread 

| 3” | tom" | aor 
ed ee 
<a 


*250 Ib. workload 


87, ” 
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Extension Ladders 


RIDGID Pre-Tested Work Saver Tools 


RIDGID Fiberglass 


Extension Ladders 


(Type 1 Heavy Duty*) Sections can be 
taken apart readily. Pulley and all-weather 
polypropylene rope are standard. Rung 
braces and aluminum wrap-around 
sleeves for critical area support. Safety 
shoes, top caps and bottom plugs includ- 
ed. 

Features: Round Aluminum Rungs ¢ 
Outside Slide Guides ¢ Patented Rung- 
To-Rail Connection ¢ Cast Aluminum 
Rung Locks 


Total Lgth.| Fly Base | Max. Ext.) Wt. 

No. |of Sections}/Length|Length| Length | Lbs. 
FG-136| 36’ 18’ 18" 33' | 89 
FG-140| 40’ 20' | 20' 36’ 98 
FG-200| 20 10’ | 10’ 1?’ 44 
FG-240 La? |. 12! zy 52 

25: 

No. _| Width | Width Width | 
FG-136 1254" | 161," 1854" | 354" 
FG-140| 1254"| 164" 185%" | 35," 
FG-200 135," | 157," ") Ty" | 3y" 
FG-240| 135," 1574" | 14%," ! 7" | 34" 
FG-280| 13%"| 15%4"| 14%" | 17%" [3K" | 


RIDGID Aluminum 


Extension Ladders 


(Type 1 Heavy Duty*) Heavy duty, light- 
weight. Two sections are noninterlocking 
for easy separation. Designed for a 200 Ib. 
man with a 50 Ib. workload with a safety 
factor of (4), when used at proper setting 
of 75 degrees or base 1, of working length 
out from building or support point. |-beam 
aluminum alloy side rails. Safety shoes, 
top caps, bottom plugs, pulley and 
polypropylene rope included. U.L. listed. 
Features: “D” Rungs ® Cast Aluminum Rail 
End Fittings * Outside Slide Guides ¢ Cast 
Aluminum Rung Locks 


Total Lgth.| Fly Base |Max. Ext.) Wt. 

No. jof Sections|Length|Length| Length | Lbs. 
LA-200} 20’ 10' 10' 17’ | 37 
LA-240| 24’ | 12’ | 12’ [| 21° +i 
LA-280| 28’ 14’ 14’ 25' 50 
LA-320| 32° | 16’ | 16° | 29 [56 


LA-400) 40’ 20' | 20' 


1.D. Fly|O.D. Fly|I.D. Base F 
No. Width | Width | Width Width 
LA-200| 13%" | 1544" | 153," 18” Si 
LA-240 | 1314" | 1545" | 153," 18” 3" 
LA-280| 13%," | 15%" | 15%," 18” 3 
LA-320| 134" | 15%" | 153," 18” | 3” 
LA-400] 1314” | 154” | 15%" | 18” | 3" | 


*250 Ib. workload 
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Designed and built for rugged, day-in, day-out use. The complete line of RIDGID heavy duty 
extension ladders offer dependable, long service life to the professional. Available in aluminum, 
fiberglass and wood. RIDGID Extension Ladders meet OSHA requirements and comply with 
code requirements of American National Standards Institute. 


RIDGID Wood 
Extension Ladders 


A fully rod-reinforced industrial ladder for 
heavy duty use. Single section or extension 
application. U.L. listed. 


Features: 


Heavy Gauge Steel Plated WHardware- 
Extra strength where performance and safety 
requirements are greatest. 


®Rung Locks-Gravity-type, high strength 
cast aluminum secured to side with %%,” 
carriage bolt and steel bracket. 


e Reinforcement Rods-One under each 
rung of .186” dia. plated steel rod for sturdy, 
solid feel under heavy workloads. 


Rees Base ee i D. Fly|0.D. Fly 
of Sections Length] Length Length Width] Width 
Ce 
rwas0| age [ae | os fies is 
Fwa0o] ao | 20 | 20 | a5 frase a 


1.0. Base] O.D. Base | Max. O.D.| Max. 1.D. | Wt. 
ed Width | Base Flare ere) Flare Rr 


RIDGID Accessories For Wood Ladders 
(For Steps or Extensions) 


Rubber Shoes 
for Extensions 


*Rope & Pulley (4 sizes) 


Rubber Treads 
for Step Ladders 


Safety Shoes 
for Extensions 


| wt. 
No. Description Lbs. 
WT-10 | Rubber Treads (set of 4) 
WS-20 Rubber Shoes (set of 2) 
WS-30 Safety Shoes (set of 2) 
E-2991 24' Rope & Pulley 
E-2992 28' Rope & Pulley 
E-2993 32' Rope & Pulley 
E-2994 40' Rope & Pulley 


*Also for Fiberglass & Aluminum Extension Ladders 


RIDGID Pre-Tested Work Saver Tools 


RIDGID 
No. 246 
Soil Pipe 
Cutter 


Lightest, Most 
Compact, Most 

Powerful In Its 2” 
Through 6” Size Range 


PIN 


PERRY 


High mechanical advantage gives this light (23% Ibs.), 
compact cutter plenty of power to cut all 2” thru 6” clay, 
cast iron, asbestos, cement pipe and through Class 22 4” 
water main. Positioning on pipe is fast and easy. One man 
handles it in tightest quarters. Since ratchet action parallels 
pipe, trench can be minimum width. Pumping of handle 
tightens chain until pipe is severed. Hand guard protects 
operator's knuckles at time of cut. Threaded parts are 
sealed against dirt. Shipping weight 26 Ibs. 


RIDGID 

No. 902 Torque Wrench 
For 
Cast Iron No-Hub® Soil Pipe 


Assures proper coupling tightness for 
strong, leakless joints 


This pre-set RIDGID Torque Wrench eliminates guess work 
in no-hub soil pipe installations. Just tighten with a fast 
ratchet action until the wrench clicks. You get a perfect 
60 inch pounds torque every time. No overtightening or 
damaged couplings. Pull back on flanged reversing collar 
for fast loosening of screws. Comfort-grip handle provides 
effortless turning. Wt. 1 Ib. 


RIGGID «= \Satacestis eure 
No. 228 \ ve fittings from any 
Soil Pipe XN 

Assembly Tool X 


Here’s the only assem- 
bly tool that handles all 
2" through 8” gasketed 
soil pipe without extra, 
loose attachments. No 
parts to get lost or left 
behind. Self-adjusting 
jaws and flexible, kink- 
proof chains assure 
easy assembly of Y, tee and elbow fittings, as well as 
straight lengths. 

Construction of RIDGID No. 228 Soil Pipe Assembly Tool 
resists clogging with tar and dirt even in wet, muddy con- 
ditions. Slim, compact design permits use in narrow 
trenches, in corners or on lines close together. Light 
weight and a high mechanical ratio let one man assemble 
even large sizes, fast and easily. Removal of handle facil- 
itates vertical and overhead pipe assembly. Shipping weight 
221/ Ibs. 


RIDGID No. 206 


Cutter For 

Cast Iron 

No-Hub® Soil Pipe 
Designed Especially For 2” 
through 6” No-Hub Soil Pipe 
Lighter weight and closer spacing of cutter wheels gives 


radial cut on lighter wall pipe. Operation is identical to 
No. 246 Cutter. Shipping weight 201, Ibs. 


Bolt 
Cutters 
Bolt Cutter Model No. Capacity/Metals Weight Lbs. 
Center Klipper Soft! Medium? Hard? Length 


Cut Cut 15 RC | Hard-31 RC | 42-RC | Over-All Each | 6 to Box 
148 uc | He" | a" | Her | ta” | oy | 154 
18S 18KC | 4" 9 i 8" 3% | 22% 


8 16 \, 1 
24S 24KC hs 4" Ye” 24" 2% | 3 


amg Designed for greater mechanical advantage, these cutters 


give quick, easy cuts of rod, wire mesh, concrete form 
ties, cable, and bolts. All cutter parts are heat treated for 
maximum strength and wear resistance. Rolling cam action 
gives greater efficiency. Serrated jaws are made of hard- 
ened alloy steel. Slim head permits cutting close to sur- 
face. Rugged cover plates keep jaws in alignment. Special 
Cable Lock, which prevents cable from flattening, available 
for No. 24S (E-2131-X) and No. 36S (E-2133-X). 


Replacement Jaw Sets (* Center Cut, **Klipper Cut) 


14S/14KC 18S/18KC 24S/24KC 
1," Capacily S/ig” Capacity 3/," Capacity 
Description Part No. Part No Part No. 


Center Cut | E-2058-X | E-2059-X | E-2060-X 


24SL* — the” | _%" Se" | 24" 5% | 37 Klipper Cut | E-2058-K-x | E-2059-K-x | E-2060-K-X 
30S 30KC | is" y," 3," 30" 8% | — 

36S | 36KC %" He" = 36" 134 |— _pos/soKe vi Capac _fasia2ke 

36SL" a te he. he" 36" 13 <= Description ‘the "p = 7 part No. ‘ 
42S 42Kc | % "| 42" | 1% | — F-2061-x | £2062 | 0-644. 


' Soft steel and non-ferrous metals: bolts, screws, rivets, wire. ? Iron 
oe steel. 3 Stainless steel, spring wire, heat treated rod, reinforcing 
rod. 
Recommended Klipper Cut capacities in red. *SL equipped with Cable 
Lock. 


Klipper Cut | E-2061-K-X| E-2062-K-X| D-644-K-X 
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RIDGID Pre-Tested Work Saver Tools 


RIDGID Pipe Extractors 


For extracting broken threaded 
ends of pipe, pipe plugs, fittings, 
etc. Each extractor is plainly 
marked showing drill size to use 
when solid ends of plugs, fittings, 
etc., must be drilled to receive 
extractor. 


[ Set No. Capacity Includes 

880 ¥," through |," Nos. 80 to 83 incl. 
881 Y" through 3," Nos. 81 to 84 incl. 
882 ¥," through 1” 
883 ¥" through 1” 


Nos. 81 to 85 incl. 
Single Pipe Extractors: 


Nos. 80 to 85 incl. 
Pipe Length Use 
= Size Overall Drill 
Z 7" 2," | amie i," 


DY, 3%" 
234" y," 
cg 54" 
3y," Se 
31," 16" 
33," 13," 
fs 4" T 1%," =| 
No. 89 | Zz 4y," ne. 


Pipe Extractors for extra strong wall pipe available, Nos. 83E to 89E incl. 


Standard Length Sets with Drill Guides and H.S. Drills: 


RIDGID Screw Extractor Set 


Set No. 10 — For screws of 
diameters 1/," to 1%" inclusive. 
Maximum depth extractions 
one inch. Contains one each of 
Extractors Nos. 1 to 5 inclusive, 
with turnuts. Drills Nos. 1 to 5 
inclusive. Drill Guides Nos. 921 
to 1821 inclusive. Twenty precision .tools. Packed in a 
preformed, plastic box. Wt. 11, Ibs. 


RIDGID Screw and Pipe Extracto 


Set No. 25 — For screws of 
diameters 1/,"” to 1” inclusive, 
and pipe threaded ends, sizes 
i" to 1” inclusive. Maximum 
depth extractor range 1” to 
3". Contains one each of 
Screw Extractors Nos. 1 to 8 
inclusive (Nos. 1 to 5 extractors with turnuts); drills Nos. 1 
to 8 inclusive, also one No. 36; complete set of Drill Guides 
and bushings; Pipe Extractors Nos. 80 to 85 inclusive. Sixty- 
three precision tools packed in fitted compartment box. 
Wt. 91; Ibs. 
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RIDGID Screw Extractors Only 


Standard Length 
With Sliding Turnut 


Length 
Overall 


Screw Extractors Only — In Sets 


Set No. 3— Extractors 


Nos. 3, 4 and 5. 
Wt. 6 oz. SCREW EXTRACTORS 
SET No. 5 


FOR REMOVING BROKEN 


Set No. 5— Extractors THREADED ENDS 
Nos. 1, 2,3, 4.and 5. € 
Wt. 7 oz. 


RIDGID Special High Speed Drills 


Length 
Overall 


2," 


00] NI] BD] on] | Go] PO] 


RIDGID Standard Length Drill Guides 
rr 


| 3) AMY 
(BUSES DRILL 
4 THE RIDGE TOOL CO. 


Use for Centering Drills at Depth Not Exceeding 1 inch. 


One-Piece Type 


Overall 


- Length 


RIDGID Pre-Tested Work Saver Tools 


Non-adjustable . . . for 12” Blade only 


An extremely versatile hack saw. Rugged steel and alu- 
minum frame is only 16” long yet holds a 12” blade. 
Compactness gives fast, long blade cutting even in close 
quarters. Lever action gives greater blade tension for 
straighter cuts . . . longer blade life. 6 extra blades can 
be stored in backbone of frame. When in normal vertical 
position, blade is fully supported in machined slots at 
each end of frame. When mounted horizontally, blade gets 
full width support from bottom of frame ... this is extra 
handy to cut off bolts, nails, etc. flush with surface. 


RIDGID No. 1200 Hack Saw complete with one RIDGID 
No. 1224-A Standard Flexible Blade 


RIDGID Hack Saw Blades 


C ae 


13, Ibs. 


Choice of Standard or High-Speed Blades in 
10” or 12” Lengths 

RIDGID Standard Flexible Hack Saw Blades: 

These aluminum colored blades are especially designed for 
general use by plumbers, electricians, maintenance men, 
and home handymen. Teeth have been hardened. Blades 
are ideal for use on pipe, tubing, BX cable, wiremold, sheet 
metal, low carbon grades of steel and non-ferrous material. 
RIDGID High-Speed Flexible Hack Saw Blades: 

These are extra rugged blades that can really take it and 
still stay sharp. Blades are made of molybdenum steel. 
Teeth have been hardened for lasting sharpness. Blade 
body retains maximum flexibility for fast sawing under 
adverse conditions. 


Blade No. Blade Size To Inch Blade Size To inch 
1018-A | 10x!4x.025 1018-HS | 10x'4x.025 
1024-A_ | 10x')x.025 


18 
1024-HS | 10xi4x.025 | 24 _| 
1032-A | 1032-HS | 10x',x.025 


12x'5x.025 
1232-A_ | 12x'x.025 | 32 || 1232-HS_—_ | 12x1hx.025 


Hack Saw Blades are sold in multiples of 50 only 


RIDGID No. 1202 


Universal Saw — 


Ideal for clean, accurate cutting of plastic pipe, laminates, 
plywood and veneers. Tough, polished steel, 14 TPI (1214") 
blade. Comfort-grip plastic handle. Doubles as excellent 
miter box saw. Special toothing on curved back edge cuts 
slots. 


RIDGID ING. (1202 UniVEFSal SOW ssccescrcerccosroemermemmunnaiceanned \, Ibs. 
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This rugged, adjustable hack saw is a real pleasure to work 
with. Front end and handle are diecast aluminum. They 
both give you a smooth, comfort grip. There are no bolts 
or rivets to come loose. Backbone of frame is steel tubing. 
Entire unit locks together solidly and is virtually untwista- 
ble. Front and rear blade stretchers are held in square 
holes. Blades stay straight . . . last longer. Adjustment for 
10” and 12" blade length is fast and easy. Locking screw 
extends completely through assembly and at least 21." of 
backbone is engaged in handle for positive, solid alignment. 
Frame holds 6 extra blades. 


RIDGID No. 1012 Hack Saw complete with one RIDGID 
No. 1024-A Standard Flexible Blade oo... cecccecseccsssesssessseesseessessseenseense 1, Ibs. 


RIDGID No. 1203 
Jab Saw a 


This rugged saw is extra handy for those hard-to-get-at 
sawing jobs. Handle is rugged aluminum casting. Back- 
bone and clamping insert are tempered steel. The saw 
comes equipped with a RIDGID No. 1024-A Hack Saw 
Blade. However, any make or size, even broken blades, 
can be used depending on the cutting job. 

Blade can be used extended for deep cuts. Or, it can be 
extended and flexed for cuts flush to any surface. 


RIDGID No. 1203 Jab Saw complete with one RIDGID 
No. 1024-A Standard Flexible Hack Saw Blade .......cccccccccsssseeessssseeeeonee ¥), Ibs. 


RIDGID No. 1204 Compass Saw Handle 


Here’s a rugged aluminum handle designed “ * 
for easy use. It is strong and rust-resistant. | 
There's a natural grip for thumb and fingers 

of left hand as well as right for ease of 2- rs 
handed operation when needed. Square holes on both 
sides of handle hold square shank of bolt for easy, one- 
handed tightening or loosening of wing nut when changing 
blade. Blade can be reversed for sawing down to a surface. 


RIDGID No. 1204 Compass Saw Handle, Enameled ..........ssccccssssseeees Y, Ibs. 


RIDGID Compass Saw Blades 


12 NCH 
bee 12 TEETH 


All RIDGID Compass Saw Blades offer the time-saving 
mounting slot for fast blade changing or reversing. Ends are 
pointed for ease of use in small holes. 

2 Metal Cutting Blades Special Plywood 

Number Length Teeth Cutting Blade 


D-688 12" 24 Number Length Teeth 
D-689 12 10 0-692 1” 12 


4 Wood Cutting Blades 


Number Length Teeth Number Length Teeth 
D-690 8" 8 D-693 12” 8 
D-691 10" 8 D-694 14” 8 


RIDGID Compass Saw Blades are sold in multiples of 10 only 
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RIDGID Pre-Tested Work Saver Tools 


RIDGID High Speed Hole Saws 


Saw Size and 


Pipe Sizes 
Pipe Thread Wt. Lbs. 


Hole Diameter 7 Pipe Entr. | 
RIDGID high speed hole saws cut 
wood; mild, tool and stainless steels; | — | — | 675 | 
cast iron; brass; aluminum. High fF o— {| — | 635 | 
speed steel cutting edge fusion | — | 3 | 665 | 
welded to tough steel body for shat- Y 3 | — | 660 | 
ter resistance and longer tool life. 50 2 . 
Standard models (11" cutting depth, Se ee eee 
diameters from 9." through 6") and ee ee 
12 Deep Cut models (174" cutting | a | a 
depth, diameters from 7%" through 3%"). Use RIDGID R68 a eee eee ee 
Thread Cutting Oil on all metal (except cast iron). i <= | = | om | 
Hole Diameter [pine thread | Pipe Entr. | Wt. Lbs. ee ae ae 
1," | = | = | 1.053 
Ce ee ee ee ee ae eee 
54" 071 - 
| Rio | %" ae ee 
a ed ae a a ote DH 
3 - 7" Note: Suffix D indicates Deep Cut Saw 
| R12 | h ae we. 
i 
te} = RIDGID Hole Saw Arbors 
8 f : = = 3 P 
CD With High Speed Pilot Drills 
2 ee ae 129 
te | rie RIDGID fast change arbors are built for long ser- 
: vice on both portable drills and drill presses. Saws 
SC Ce ee Ce are replaced quickly without tools and without 
hl ae ; removing arbor from chuck. 4 models, with ¥," 
lis = high speed pilot drills adjustable to both Standard 
prig [ oy" "192 and Deep Cut saws. 
R18D a4" 
a ee ee ee ee 
Fi Foll 
a | wo. | chick | sowNos. | trough | shane | we uns. | 
2 a 243 
yt ae ae ye | porio | pizRi9| ¥"Rd. 
ee el ee ae eee RORIO TRIS RIO 17," Hex 


R20, R96 | R24, R96 | /A" Hex. 
R20, R96 | R24,R96 | %" Hex. 


RIDGID Hole Saw Kits 


Three special purpose hole saw 
kits: Plumber’s Kit, Electrician's Kit 
and Combination Kit. Each kit con- 
tains a selection of quality RIDGID 
Hole Saws and Hole Saw Arbors 
for cutting through wood; mild, tool 
and stainless steels; cast iron; brass; 
aluminum. 


ie ae 
0 22 


No. 1248 Plumber’s Hole Saw Ki 


Plumber's Hole Saw Kit incls., 7%", 14”, 
1Y,", 134", 2%" and 25%" Hole Saws, 
R-1 and R-2 Arbors, and metal carrying case 


Electrician's Hole Saw Kit incls., %", 1%", 
134", 134", 2" and 24," Hole Saws, R-1 and 
R-2 Arbors, and metal carrying case 


Combination Hole Saw Kit incls., %", 7", 


1Y", 1%", 14", 1%", 2" 2%," and 24," Hole 
Saws, R-0, R-1 and R-2 Arbors, D-969 Ex- 
tension, and metal carrying case 
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RIDG|ID Pre-Tested Work Saver 


RIDGID Shovels 


Super-strong, light-weight, extra-durable. Shovel blades and 
shanks are one-piece, rust-proofed, 16 gauge steel, taper 
forged, then heat treated. Round blades have slip resistant, 
turned step. Handles are burnished, lacquered ash, double 
riveted to blade socket. 


Long Handle, Round Point Shovel 


Blade or 
Head Size Pack | Per Pack 


. | Handle No. 
(3 Per Pack) 
8%" x 11" | 6 191* 


“D” Handle, Square Point Shovel 


[173 | 27" [ou"xi2" [6 | 28 | 192 


“D” Handle Drain Spade 
No. 174 


oe 


[17a] 27” [5y4"x14" [6 


23 | 193* | 


“D” Handle Post Spade 


No. 175 
a =<\ 


[is | 27" [5%,"x 16 


le [| 24 | 193" | 


Pick and Mattock Heads and Handle 
A. No. 180— 6 Ib. Clay Pick 
B. No. 190 — 36” Hickory Handle 


— B 
c 
4 separately) 


= . a O C. No. 181 — 5 Ib. Standard Cutter 
Ma tock 
D. No. 182 — 5 Ib. Pick Mattock 


Pick and mattock heads are one-piece-forged high carbon 
steel, heat treated and tempered. Handles (purchased sepa- 
rately) are select burnished hickory. 


*Replacement Handles. 
**Handles not standard equipment with Heads — order Handles 
separately. 
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Tools 


RIDGID Hammers 


Heads are made of the finest steel, with individual sections 
specially tempered for proper strength, toughness, and 
hardness or resiliency exactly where needed. Handles are 
either select grain burnished hickory or fiberglass with 
non-slip cushion grip. 


4 Claw Hammers 
(Fiberglass Handles) 


116 Curved Claw Hammer 


120 Curved Claw Hammer 
216 Ripping Claw Hammer 


6 Ball Pein = 
Hammers 
(Hickory Handles) 


6 Sledge 
Hammers 
(Hickory Handles) 


250 Short Handle 
260 Engineer's S.H. 
303 Hand Drilling 


306 Long Handle 
308 Long Handle 
310 Long Handle 


*Handle length only. 


Tinners’ Riveting 
Hammer 
(Hickory Handle) 


412 12 oz. | 12%" 4 5 E-1867 


Masons’ Brick 
Hammer 
(Hickory Handle) 


pe ae] 


418 18 oz. | 114," 


Half Hatchet 
31," Blade 
(Hickory Handle) 
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RIDGID Pre-Tested Work Saver Tools 


Pliers 


Broad usage, heavy-duty, professional quality. Precision 
crafted for best balance, light weight, high strength and 
exacting performance. Hardened and tempered for dura- 
bility, they retain sharpness over long service life. Plastic 
grips are designed for comfort only; are not intended as 
insulation against electric shock. 


RIDGID Tongue and Groove Pliers 


Groove Pliers 


No. Description Length Capacity | Wt. Lbs. 
730. | Tongue& | 6," 7," | Y, 
Groove Pliers 
731 Tongue & 10” 1y," | 1 
| Groove Pliers 
732 Tongue & 12" 2" 1% 


RIDGID Water Pump Pliers 


Wt. Lbs.* 
Description Length Capacity 6 to Box 
734 Water Pump 10" 0" — 2" 5 
Pliers 


“Sold in multiples of 6 only. 


RIDGID Lineman’s _— 
Side Cutting Pliers = = 


No. Description | Wt. Lbs. 
r 735 6" Lineman’s Side Cutting Pliers | y | 

736 7" Lineman’s Side Cutting Pliers A 

737 8” Lineman’s Side Cutting Pliers 1 


738 | 9” High Leverage Lineman’s Pliers | 1 | 


RIDGID Long Chain Nose Pliers 


(w/cutter) — 


740 | 6" Long Chain Nose Pliers | yy, | 
(w/cutter) 
741 | 


7" Long Chain Nose Pliers 
_(w/cutter) 


RIDGID Long Reach 
Duckbill Pliers 


[ 743 | 8” Long Reach Duckbill Pliers TL % | 
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RIDGID 


Long Needle Nose 
Pliers 


No. Description 


745 6" Long Needle Nose Pliers 


RIDGID 
SS 


End Cutting 
Nippers 
Description 


7" End Cutting Nippers 


RIDGID 


Round Nose 
Looping Pliers 


or=_== 7 ical 


Description 


4," Round Nose Looping Pliers 


RIDGID 


Diagonal Cutting 
Pliers 


Description Wt. Lbs. 
Y, 


4’," Diagonal Cutting Pliers 


6" Diagonal Cutting Pliers 
7" Diagonal Cutting Pliers 


RIDGID 


High Leverage 
Diagonal Cutting Pliers 


7'," High Leverage Diagonal 
Cutting Pliers 


RIDGID 


Slip Joint 
Utility Pliers 


Description 


7” Slip Joint Utility Pliers 
8” Slip Joint Utility Pliers 


RIDGID Pre-Tested Work Saver Tools 


RIDGID Metal Cutting Snips 


Excellent for cutting sheet metal, screening, wire, leather, 
cloth, gasket material, rubber, linoleum, roofing material, 
plastics, etc. Handles designed for right or left hand use. 


Straight Snip 


Wt. Lbs. | 


3 to Box 


| Length | Cut 
Straight Snip 


Straight Snip 


Duckbill Snip 
(Circular) 


Wt. Lbs. 
Description Length Cut 3 to Box 
Duckbill Snip 7 13, 


784 Duckbill Snip 
785 | _Duckbill Snip 


10" 
12!" 


Light Metal Cutting Shear 


Perfect for cutting wire, sheet metal, rope, yarn, etc. Self- 
opening for easy operation. Vinyl-coated handles. High 
carbon hot drop forged tool steel. Individually carded. 


Shear 61," 1,” A 


Wt. Lbs. 
Description Length Cut 3 to Box 


RIDGID Aviation Snips 


Ideal for cutting 18-gauge or lighter cold rolled sheet steel. 
Highly polished, individually fitted blades assure smooth, 
positive cuts, while serrations grip metal, facilitate cutting. 
Compound action results in maximum jaw power, minimum 
effort. 


eee 
Cuts Straight a, = 
—— 
No. Description Length Cut HAS re 
788 Snip, 104," 1," 3 
Cuts Straight 
Cuts Left =_— 
+34 
No. Description Length | Cut 31s Bok 
787 Snip, Cuts Left | 10%” | 134" 3 
Cuts Right 


13," 3 


| No. Description Length 
| 786 Snip, Cuts Right | 104,” 


Wt. Lbs. 
Cut 3 to Box 


RIDGID Fiberglass Folding Rules 


No. 1619-6’ Outside 
Reading Rule 


No. 1619F-6' Inside 
Flat Reading Rule 


No. 1620-6’ Extension 
Rule with 6” aluminum 
extension slide 


Extremely flexible, rugged construction. Designed for years 
of accurate service. Precision-made of durable, heavy 
duty fiberglass. Have easy-to-read, embedded, bold face 
figures and graduations. Red 16” stud marks. Easy-action 
positive locking joints. 


Wt. Lbs. 
ee ee eee 
= ; a 


5g 
77 
% 


RIDGID Metric/English 
Fiberglass Folding Rules 


No. 1601 -1M-393/,” (approx.) 
Fiberglass Rule. Inside flat reading 
scale graduated in millimeters. Out- 
side scale graduated in inches. 


No. 1602-2M-783/," 
(approx.) Fiberglass Rule. 
Inside flat reading scale 
graduated in millimeters. 
Outside scale graduated 
in inches. 


Quality made of flexible, heavy duty fiberglass. Graduated 
on one side in millimeters with red markings every 10 
centimeters, and on the opposite side in inches. Gradua- 
tions and figures are embedded and easy-to-read. Patented 
easy-action, positive locking joints. No. 1601 is 12.7 mm 
(%"") wide and the No. 1602 is 15.9 mm (5%") wide. Packed 
in counter top display cartons-No. 1601 (10 per carton) 
and No. 1602 (6 per carton). 


inti Wt. Lbs. 
ae ee 


1M Metric/English Fiberglass Folding Rule 1 


2M Metric/English Fiberglass Folding Rule 1% 


The Ridge Tool Company, Elyria, Ohio, U.S.A. 


RIDGID Pre-Tested Work Saver Tools 


Measuring Tapes and Folding Rules Are Packaged in Individual Display Holders 


RIDGID 
Automatic Locking 
Steel Tapes 


Blade Locks Where You Want It, K- 
Rewinds Automatically ' 


Chromium plated inside-outside case has button control for 
locking and power rewinding of tape. Removable belt clip. 
Tempered steel blade is finished in white enamel and 
coated with Mylar® for lasting protection. Self-adjusting 
inside-outside end hook. Stud marks every 16 inches. Re- 
placeable blade. No. 665 is Metric/English with millimeters 
on upper edge of blade and inches on lower edge. 


| Weight Ibs. | Refill | 
No. Width Length 6 Per Box Number 
621 yy" 10' 3% E-637 
632 3," 12' 3%, E-640 
636 | ¥," 16’ 3% E-643 
638 y," 20' 4%, E-657 
665 | yj," 12'-3.65M 334 | E-2031 


RIDGID 
Manual Steel Tapes 


\ No. 617—10' 
Blade Has Stud Marks No. 622—12' 
Every 16 Inches 


No. 662—12'-3.65M 


Chromium plated inside-outside case is two inches wide. 
Removable belt clip. Tempered steel blade is finished in 
white enamel and coated with Mylar® for lasting protection. 
Self-adjusting, inside-outside end hook. Replaceable blade. 
No. 662 is Metric/English, with millimeters on upper edge 
of blade and inches on lower edge. 


Weight Ibs. Refill 
| No. Width | Length | 6 Per Box | Number 
| 617 yy" | 10] 1% | £-637 
[622 | | 12 1% [_E-871 
| 623 | %,” _| 12 3h | E-640 
| 626 a 16’ 2% E-643 
[ 662 | 1," | 12°-3.65M 2% | £-2029 


RIDGID 
Manual 6’ Steel Tape 


Extra-Slim and Light Weight _ 

e 
Pocket-size case is rust-proof chromium plated, two inches 
wide at base. Tempered steel blade is finished in white 
enamel and epoxy coated. Non-movable end hook. Re- 
placeable blade. 


Weight Ibs. Refill | 
No. Width Length 6 per Box Number | 
| 615 Y," 6 % | £873 
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RIDGID 4.2.2 


General Purpose 
Steel Tapes 


Long Tape Has Hook Ring 


Durable case has vinyl covering over rust-resistant coated 
steel liner. All fittings are nickel plated. Fold-in-rewind - 
handle is opened easily by push pin. Easy-to-read white 
steel tape shows inches in black, feet in red. 16” centers 
are clearly indicated. Replaceable mar-resistant tapes have 
triple baked finish on bonderized steel. Smooth surface is 
easy to clean. Folding end hook holds firmly yet is easily 
released. 


| Weight Ibs. | Refill 
No. Width Length Each Number 

650 44" 50! 1%, E-645 
| 655 3," 100’ D5 E-647 


nh 


RIDGID Heavy Duty 6’ Extension Rule 


Graduated 6" brass slide, that is fitted into one section, 
gives accurate inside measurements. Bold, black figures 
give measurements in inches to the nearest 16th. Red 
figures indicate 16” centers. All markings are embedded in 
the wood. Rule has a durable, clear epoxy coating. Extra 
long heavy brass spring joints triple lock to prevent end 
play. Solid brass end caps are flush inset and are gradu- 
ated. Made of extra sturdy straight grained hardwood, one- 
third heavier than regular folding rules. These rules are 
rugged yet flexible. 
| 


Weight lbs. 
6 Per Box 


No. | Width Length 


Ree 
ke sNo. 619F 


Outside Reading Inside Flat Reading 


Made of the finest hardwood, these flexible but strong rules 
have a white enamel finish with bold, black horizontal 
figures and '/,_" graduations on both edges of both sides. 
16" centers have bold red markings. Finish is protected by 
a durable epoxy coating. Brass plated concealed lock-joints, 
at each 6” fold, prevent end-play for measuring accuracy. 
Brass strike plates and end caps resist wear. 


No. | Width | Length 
619 and 619F | 4 | 6 


Note: ®Mylar is a DuPont registered trademark. 


6 per Box 
13, 


Weight Lbs. 
| 
| 


RIDGID Pre-Tested Work Saver Tools 


RIDGID Levels 


Aluminum Levels 


\ a Ym en mY 


Rust and warp-proof cast aluminum and milled to close 
tolerances for accurate leveling. Vials are matched for 
professional accuracy, and are locked in a durable truss- 
constructed body. Yellow fluid increases visibility. Protective 
glass covers are set into shock-absorbing rubber, and are 
easily removed for cleaning or replacement. 


No. Length 
18" 
624A 24" 
| 628A | 28" 


Body 
1" x Wyo" 


Magnesium Levels 


it 2 Ta = Zemee i OEY 


= 


Stronger, yet 1 lighter than aluminum. I-beam construc- 
tion, practically unbreakable with large, smooth hand holes 
and handy hang-up hole for ease of use. Precision milled 
for complete accuracy. Vial assemblies are contained in 
plastic holders for convenient adjustment and replacement. 
No. 524M has quick-turning protractor dial for determining 
any angle from 0° to 90°. 


No. 


324T Top 


Length Body 


1%," m vag 


524M with 
Protractor 


Torpedo Levels 


Ideal for general use and work in tight places. Three vials 
for plumb, level, and 45° miter. Made of precision-milled 
cast aluminum with plastic insert. Model No. 390 is grooved 
for pipe, conduit and shaft work. Model No. 390M is mag- 
netized for metal work and easy storage. 


Magnetized 


Line Level 


VRIDGD(] 9) " 


Locks on cord easily, removes just as easily. Flat base for 
surface leveling. Accurate, pre-tested vial. Made from high- 
strength aluminum. 

| No. 


325L 


Length 
3y," The" Hex. 


Body 
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RIDGID Screw Drivers 


One of the most important features of this line of RIDGID 
Screw Drivers is their exceptional gripping comfort. The 
tough plastic handles are larger than normal and their ends 
are designed so that they will not dig into user’s palm. 
Their grooves are deep, wide and rounded for maximum 
grip and comfort. Blades are made of high grade steel and 
plated to assure long service life. 


Phillips Style Screw Drivers 


Blade 


Handle 


i" x 3" 
\," x 4" 


Diameter Diameter Overall 

No. & Length & Length Length 

1900 My" x 14)" Ly" x 1%_" | 3%e" 3 
Stubb 


1" x 31," 


1h" X 315, 6" 


Blade 
Diameter 
& Length 


ae 


Handle 
Diameter 
& Length 


Overall 
Length 


1," X 315," 


7 
Pe 

ma 
956 


y,” x 6" 


Lig" x 3156" 


Square Blade Screw Drivers 


LLL 
Blade Handle cx | Wt. Lbs. 
Diameter Diameter Overall 6 per 
No. & Length & Length Length Box 
1922 YA x 5" 3h" x 3" 8" 
1931 346" x 3” 1" x 34," rer 
1932 _" x 6" 1" x 31," 
1933 He" x 8" 1" x 34," TT 
1940 yy" x 1" 14" x 1%" 4, 
Stubby 
1941 I" x 4" 1A" x 31545" P56" | Th 
1942 Uy” x 6" 14" x 31546" 915." [| 15 
1951 | %_" x4" Ty" x 4)" 2 
1952 | 546" x 6” 1" x 4," 2 
1953 a" x 8" 1h" x 45," 2h 
1961 | %"x 8" 1," x 415) 6" 121544" 
1962 %" x 10" 14" x 54)" 154," A 
1963 14" x 5Y," 43), 
1964 | 3," x 16" 144" x 544" 51h 
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RIDGID Pre-Tested Work Saver Tools 


RIDGID Tool Boxes 


Three models of heavy-duty tool boxes for 
tradesmen’s use. 


Made of 18 gauge cold rolled prime steel. Two heavy-duty 
plated trunk-type catches. Plated top handle. Electrically 
welded construction. Continuous piano hinge. Durable 
baked red enamel finish, electrostatically sprayed. 


RIDGID No. 606 
Standard Shape 
with Tray 


Padlock provision on 
catch. Heavy-duty tray 
with handle. 


No. Description 


606 | Standard Shape 
Tool Box with Tray 


RIDGID No. 607 
Hip Roof 
with Tray 


Padlock provision 
on catch. Heavy- 
duty tray with 
handle. 


No. Description 


607 | Hip Roof Tool Box 
with Tray 


RIDGID No. 608 
Carpenter’s Type 
with Tray 


Plated hasp and staple for 
padlock. Knock out in lid for T-square. Wood 
saw holder. Tray, with movable divider, for level. Heavy- 
duty side handles. 


| No. Description 


608 | Carpenter's Type 
Tool Box with Tray 


H es 
on" | 27%) 
1 
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RIDGID Pre-Tested Work Saver Tools 


RIDGID RIDGID | Kollmann Pipe and Drain Cleaning Machines 


RIDGID RIDGID | Kollmann 


No. K-36 Portable Electric 
Drain Cleaner 
Speed-cleans small diameter FE. 


drain lines without removing fn 
trap or cross bars. 


Uy, 


This compact, powerful drain clanriar is light weight and 
has low starting torque for easy, close-quarter operation. 
The power unit (115 V., 25-60 Hz.) has a variable speed 
motor (0-500 rpm) with forward-reverse switch. Recom- 
mended for wash basins, laundry tubs, sinks, bath tubs, 
closets, shower stalls. Available two ways: 1) with 5%." x 
25' music wire bulb auger cable only: 2) Same as above 
complete with metal carrying case, %" x 25' cable with 
54" male coupling, coupling pin key, bulb auger, grease 
cutter, and drop head auger. Double insulated for safety. 


No. K-36 Complete (see 2 above) ..............ccceeee Wt. 29% Ibs. 
No. K-36 with 5," x 25’ cable only «0.0.0.0... Wt. 127% Ibs. 


RIDGID | Kollmann 
No. K-50 Drain = \ 
im fry 


Cleaning Machine 


Recommended for cleaning 

¥," through 3” lines through 100’. 
Handles 5%” sectional cable 
through 100’. 

Quickly adapts to spin 25’ 

of 54,” cable or 35’ of 3%" cable. 


Here is a uniquely versatile machine for small to medium 
jobs. Easy to carry, it features famous RIDGID/Kollmann 
speed-cleaning through traps and bends at 400 rpm. Instant- 
acting clutch, with finger tip starting, stopping, reversing. 
¥ hp, 115 V., 60 Hz. motor. 

Available in eight combinations which include various 
selections of sectional cables with Speed Coupler, tools 
and accessories. Combination 8 (complete package), illus- 
trated here, includes: K-50 with %%' cable kit complete 


(45' — 

6 sections — of | 
54" cable, three be | 
tools, coupling pin ge 5 = 
key, steel cable —_ 
carrier, 6’ guide 
hose); 34" cable 
adapter with 35' 
of 34” cable with 
bulb auger; and 


Sie! cable adapter r Cc _— 
with 25 of 54,” ~ = 
cable with bulb 

auger. 


No. K-50 Combination 8 (as above) ....................000. Wt. 82 Ibs. 
No. K-50 Machine only .............00000ccccccceceeeecteeeeeeeeees Wt. 45 Ibs. 


RIDGID | Kollmann 


No. K-60 Drain 
Cleaning Machine 


Features fast spinning of 7", ms 
sectional cable through 125’. Tete 
Easily converted to 5” 

cable through 100’. 


The No. K-60 is an innovation in drain cleaner design. 
Recommended for 11." through 4" drains and 3” through 
4" P-traps and pipe lines, this portable, compact unit (41 
Ibs.) features adjustable tilt positioning for roof work and 
overhead lines. Insulating, rubber-covered feet. Instant- 
acting clutch. '/, hp, 115 V., 60 Hz, reversible motor 
cleans at 400 rpm. Standard equipment includes 75’ of 7,” 
cable (5 sections) with speed coupler, cable carrier, four 
tools, glove, metal tool box, pin key, and guide hose. 
Special equipment available for 5". 


No. K-60 Complete with Standard Equipment 
aizaietoytcsrmutdeneceta eit tebrotnaanet call obiecaanbavioneienecy annseen semana D Wt. 1231 Ibs. 
No. K-60 Machine only ........0.0.cccccccccecceeceeeeeeeeeees Wt. 4515 Ibs. 


RIDGID |Kollmann ->y 
No. KM-1500 Drain 
Cleaning Machine 


Clears all 11,” through 8” 
lines through 200’ 
at fast 700 rpm 


This fine all around sewer and drain cleaning unit is ideal 
for a wide variety of work. Ready to use on 3” through 8” 
straight lines or through traps and bends on 4" through 6” 
lines, it easily adapts for lines from 11%" through 8” with 
interchangeable clutch jaws. Finger tip control. Uses 15’ 
sectional cables and exclusive Speed Coupler. Strong, light 
weight aluminum housing and wheels for easy portability. 
¥, hp, 115V., 60 Hz., reversible motor. Standard equipment 
also includes 10’ guide hose. 15’ of 3-wire cord, 105’ of 
14," cable, steel tool box, six tools, necessary wrenches, 
two cable carriers, glove and coupling pin key. %” and 
7'' cables also available. 


No. KM-1500 Complete with Standard Equipment 
hiss ances sae alse once ams acne corer ceca eae ron ocoreenreon Wt. 235 Ibs. 
No. KM-1500 Machine only Wt. 132 Ibs. 


For complete information, see separate RIDGID/ 
Kollmann Catalog No. 167. 
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Thread Sizes and Specifications 


“ACME” 
U.S. Standard U.S. Standard General 
Pipe Threads 


(NPT) National National 8 Pitch 12 Pitch 16 Pitch Purpose 
(NPSM) Coarse Fine (8 UN) (12 UN) (16 UN) High Speed 
Threads (UNC) (UNF) Threads High Speed Dies Only 
per Inch Threads Threads per Inch Dies Only Threads 

Per Inch Per Inch per Inch 


*Dies available for 500-B 1/," to 1” Die Head and 101 Threader only. 
**Dies available for 500-B 11,” to 2” Die Head only. 
+1" — 14 NS available. ***These dies not UNC. 


; 8 
[CdS 
British Standard British Standard Whitworth Metric Thread 


Pipe Threads Bolt Threads 
(BSPT) 


Threads 
per Inch 


RIDG|ID Pre-Tested Work Saver Tools 


Federal Specifications Covering RIDGID Work Saver Tools 


RIDGID Wrenches comply with Federal Specifications GGG-W-651-d: 
RIDGID Heavy-Duty Pipe Wrenches; Type II, Class A, Fig. 3. 
RIDGID End Wrenches; Type VI, Class A, Fig. 8. 
RIDGID Improved Stillson Wrenches; Type |, Normal Duty, Class A, Fig. 1. 
RIDGID Strap Wrenches; Type V, Fig. 7. 


RIDGID Adjustable Wrenches comply with Federal Specifications GGG-W-631-b: 
Type |, Class 1, Fig. 1. 


RIDGID Spud Wrenches comply with Federal Specifications GGG-W-631-b: 
Type III, Monkey Wrench, Fig. A. 


RIDGID Ratchet Pipe Reamers, Straight or Spiral comply with Federal Specifications GGG-180-a: 
Type VII, Class 1, Fig. 19. 


RIDGID Pipe Threaders comply with Federal Specifications GGG-T-581-b: 
RIDGID 65 Series, 1” to 2”, Self-Contained Threaders; Type III, Class 5, Fig. 10. 
RIDGID Poster Threaders, 1" to 2”; Type III, Class 4, Fig. 9. 
RIDGID Nos. 00-R, 111-R, O-R, 11-R, 12-R Ratchet Threaders; Type III, Class 1, Fig. 5. 
RIDGID Nos. 30-A, 31-A, 3-Way Threaders; Type III, Class 2, Fig. 6. 


RIDGID Geared Threaders: 4PJ and No. 141, Type III, Class 6, Size A, Fig. 11. 


RIDGID Pipe Cutters and Tube Cutters comply with Federal Specifications GGG-C-771-b: 
RIDGID Pipe Cutters; Type |, Class 1, Style A and B, Fig. 1. 
RIDGID Tube Cutters; Nos. 10, 15 and 20; Type II, Class 2, Fig. 6. 
RIDGID Tube Cutters; Nos. 105 and 205; Type II, Class 1, Fig. 5. 


RIDGID Tubing Benders comply with Federal Specifications GGG-B-191-a: 
RIDGID Lever-Type; Type III, Class 2, Fig. 5b; Lever Actuated, Single Size. 
RIDGID Spring-Type; Type IV, Table VI, Fig. 6. 


RIDGID Bench Vises comply with Federal Specifications GGG-V-00415: 
RIDGID Chain Vises; Type |, Class 1, Fig. 1. 
RIDGID Yoke Vises; Type I, Class 2, Fig. 2. 


RIDGID Metal Working Vises comply with Federal Specifications GGG-V-410-a: 
RIDGID Sheet Metal Workers’ Vise; Type III, Fig. 3. 
RIDGID Combination Pipe and Machinists’ Vises; Type IV, Fig. 4. 
RIDGID Machinists’ Vises (swivel base, stationary jaw); Type VI, Fig. 7. 
RIDGID Drill Press and Milling Machine Vises comply with Federal Specifications GGG-V-00443; 
Type I, Class 2, Style B, Fig. 3. RIDGID No. 3% DP. 
Type |, Class 2, Style C, Fig. 4. RIDGID Nos. 6-DP, 6-DPS. 
RIDGID Thin-Wall Conduit Benders comply with Federal Specifications GGG-B-175: 
Type Il, Fig. 2. RIDGID No. B1677, B1678, B1679. 
RIDGID Hickey-Type Heavy Wall Conduit Benders comply with Federal Specifications GGG-B-175: 
Type I, Fig. 1. RIDGID B1711, B1712. 
RIDGID Extractors comply with Federal Specifications GGG-E-936-c: 
RIDGID Screw Extractors; Type Ill, Fig. 6, Table VII. 
RIDGID Pipe Extractors: Type |, Class 3, Fig. 4, Table IV. 


RIDGID Pipe and Bolt Threading Machines comply with Federal Specifications OO-T-290: 
RIDGID 500, and 535 Machines, Type |, Class 1 or 2, Style A, Fig. 1. 


RIDGID Taper Pipe Taps, Carbon Steel, comply with Federal Specifications GGG-80; Type I. 


RIDGID Hack Saw Blades comply with Federal Specifications GGG-B-451-d: 
Type I, Grade A, Class 2. 


Ridge Patents 


BUCA AYE as, scacseiis: wiainets 0 veene w 008 3,009,178 Aluminum Handle 

HOX WHENGHOS: «2.0.0. «ances acuaen oe 3,015,246 Offset WENCH. oc cecne «ccs eee 3,211,030 

205 Tubing Cutter... sic cscceses 3,022,575 246 Soil Pipe Cutter.............. 3,221,962 

All: PDB: GUREESS.ecsss sieninesas ccanentoa se 3,031,237 and 3,307,760 

IG: WOrkholder snc. cocoa gaieees 2 3,049,737 Ratchet Tube Benders............ 3,447,353 
Chuck Jaw Inserts ............... 2,778,652 500-535 Machines................ 3,095,772 B21 CURE! was ssc vewasewows aoe 3,601,892 
VISG:StANS 5 eccs sivas semen snore 2,831,583 Cable THHMME . cee cee veer es 3,117,375 102 Internal Tubing Cutter ........ 3,355,972 
RIDGID No. 318 Oiler ............. 2,863,396 Lever-Type Tube Benders......... 3,194,038 and 3,581,395 
457, 459, 376 Flaring Tools........ 2,998,839 124 Copper Cleaning Machine..... 3,195,367 107 Cutter for Plastic Pipe ........ 3,608,194 
454-W, 455, 375 Flaring Tools ..... 3,050,103 and 3,195,377 1619, 1619F, 1620 Rules .......... 3,904,148 
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RIDGID. Authorized Warranty Repair Centers 


The following RIDGID Warranty Repair Centers are conveniently located to service your needs for parts and repairs on 
RIDGID and RIDGID/Kollmann Power Tools. They are authorized to conform to our warranty. Please prepay 
transportation charges when sending a tool in for repair, and include specific instructions stating what you want done. 
This will prevent delays in returning the repaired tool to you in operating condition. 


ALABAMA 

Birmingham 35222, Electric Tool Com- 
pany, 4801 1st Avenue N.; Mobile 36607, 
Port City Tool & Supply, 3311 Springhill 
Avenue. 


ALASKA 
Anchorage 99501, Aero Service, 203 Post 
Road. 


ARIZONA 
Phoenix 85014, Glenn's Tool Service, 4036 
North 13th Way; Tucson 85716, Aero 
Supply Company, 3409 East Grant Road. 


CALIFORNIA 

Los Angeles 90013, Midway Tool, 544 
South San Pedro; San Diego 92110, Star 
Tool & Supply Company, 1028 Buenos; 
Santa Ana 92701, Alexander Power Tool, 
111 Spurgeon Street; South San Francisco 
94080, C.H. Bull Company, 229 Utah 
Avenue. 


COLORADO 
Denver 80204, Bartell Tool Service, Inc., 
1110 Acoma Street. 


FLORIDA 

Jacksonville 32209, Davis & Marr Supply 
Co., 1401 West Beavers Street; Miami 
33166, BENCO, 8247 N.W. 54th Street; 
Tampa 33609, Mylee Tool Supply, 2905 W. 
Kennedy Boulevard. 


GEORGIA 

Atlanta 30310, Boggs Supply Inc., 1310 
White Street, S.W.; Atlanta 30313, Power 
Tool Service Company, 327 Luckie Street, 
N.W. 


IDAHO 
Boise 83704, K.C. Supply Company, 814 N. 
Manville. 


ILLINOIS 
Chicago 60613, Allan J. Coleman Com- 
pany, 3747 N. Clark. (RIDGID/KOLLMANN 
Drain Cleaning Equipment Only). Elk 
Grove Village 60007, Brock Tool Company, 
1475 Louis Street; McCook 60525, Recco 
Tool, Route 66 & 53rd Street. 


INDIANA 

Evansville 47713, Ram Supply Company 
Inc., 1301 W. Franklin Street; Indianapolis 
46203, Anderson Bros. Tool Company, 
3531 Southeastern Avenue. 


|IOWA 
Des Moines 50314, Tools Inc., 1912 6th 
Avenue. 


KENTUCKY 
Louisville 40217, Bailey Machinery & Supp- 
ly Company, Inc., 1418 S. Shelby Street. 
LOUISIANA 
Harahan 70123, Service Tool & Supply, 
5480 Mounes Street; New Orleans 70153, 
Beerman Precision Machine Works, 2021 
Thalia Street. 


MAINE 
Portland 04101, M. & W. Electric, 38 
Portland Street. 


MARYLAND 
Baltimore 21223, Contractor & Ind. Supply, 
Company, 111 N. Wheeler Avenue. 


MASSACHUSETTS 
Fitchburg 01420, Electric Motor Division, 
214 Lunenburg Street; Springfield 01105, 
Block Hydraulic Jack Service, 321 Albany 
Street; Woburn 01801, Sutton Electric Tool 
Service, 7 Cedar Drive. 


MICHIGAN 
Livonia 48151, Brock Tool, 31090 Industrial 
Road; Oak Park 48237, Midland Equipment, 
12771 Capital. 


MINNESOTA 
Minneapolis 55407, Kilmartin Too! House, 
Inc., 2845 16th Avenue, S.; St. Paul 55101, 
Viking Tool Supply, 500 Broadway. 


MISSISSIPPI 
Jackson 39212, Flannigan Electric Com- 
pany, Inc., 328 Oakdale Street. 


MISSOURI 
Kansas City 64127, Pipe Tool & Repair, Inc., 
1421 Wabash Avenue; St. Louis 63132, 
Bishop's Air & Electric Tool Service, 10234 
Bach Blvd. 


NEBRASKA 
Omaha 68102, Thacker Electric, 2209 
Cuming Street. 


NEVADA 
Las Vegas 89109, Tool Service, Inc., 3229 
Industrial Road. 


NEW JERSEY 

Linden 07036, Power Tool & Industrial 
Equipment Service, 12 W. Elizabeth 
Avenue; Lodi 07644, Garden State Tool 
Warehouse, 511 Westminster Place, rt. 46 
Circle; Newark 07105, Peter's Tools and 
Repair Company, 76 Ferry Street. 


NEW MEXICO 
Albuquerque 87107, Telco Electric Inc., 
2906 Fourth Street., N.W. 


NEW YORK 

Amityville 11701, Dependable Repairs, Inc., 
18 Ranick Drive W.; Brooklyn 11208, White 
Tool Service, 3047 Atlantic Avenue; Buffalo 
14210, S.S. Electric Repair Shop, Inc., 2470 
Seneca Street; Harrison 10528, Pelham 
Tool Company, 22 Calvert Street; 
Rochester 14606, Roller Shea Electric, Inc., 
340 Lyell Avenue; Syracuse 13210, 
Syracuse Industrial Sales Company, 713 E. 
Fayette Street. 


NORTH CAROLINA 
Greensboro 27408, “Tesco” Tool & Equip- 
ment Service Company, 1609 Battleground 
Avenue. 


OHIO 
Columbus 43215, Columbus Electrical 
Works, Company Inc., 777 N. Fourth Street; 
Dayton 45403, M & R Electric Motor 
Service, 1516 East Fifth Street; Elyria 44035, 
FACTORY,The Ridge Tool Company, 400 
Clark Street. 


OKLAHOMA 
Oklahoma City 73105, Midland Equipment 
Company, inc., 130 N.E. 31st Street; Tulsa 
74120, Hammond Electric Company, 1510 
East Third Street. 


OREGON 
Portland 97205, Karn Repair Service, 1215 
S.W. 16th Avenue. 


PENNSYLVANIA 

Abington 19001, Repair Unlimited, Inc., 
1730 Rockwell Road; Erie 16503, Skinner 
Electric, 2228 German Street; Pittsburgh 
15203, Lappe Supply Company, 85 South 
24th Street. 
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RHODE ISLAND 
Cranston 02920, Waddington Electric, Inc., 
25 Webb Street. 


SOUTH CAROLINA 

Columbia 29201, Mann electric Repair 
Company, 2909 Main Street; Greenville 
29602, Service Repair Company, Inc., 15 
Hyde Street. 


TENNESSEE 
Memphis 38104, Jones Tool Service, 1316 
Madison Avenue; Nashville 37203, 
Tennessee Electric Motor Company, 408 
6th Avenue, South. 


TEXAS 
Dallas 75207, Brokaw Tool Company, Inc., 
2348 Irving Boulevard; Houston 77003, 
Service Tool & Supply, 1715 Polk; Lubbock 
79401, MacAustin, Inc., 1701 Texas 
Avenue; San Antonio 78205, Electric Motor 
Service & Sales, 1514 E. Commerce. 


UTAH 
Salt Lake City 84115, Diamond Electric 
Motor Repair, 1465 South 300 West. 


WASHINGTON D.C. 20011 
Brock Tool Inc., 5327-29 Georgia Avenue, 
N.W. 


WASHINGTON 
Lynnwood 98036, Mechanical Maintenance 
Company, 14626 Highway 99. 


WEST VIRGINIA 
St. Albans 25177, Smithers Tool Company, 
508 4th Street. 


WISCONSIN 

Milwaukee 53215, Power Tool and 
Maintenance, 3221 W. Lincoln Ave.; 
Waukesha 53186, Jensen Equipment Com- 
pany, Inc., 831 Philip Drive; West Allis 
53226, AMSCO/RIDGID, 12221 W. Fair- 
view. 


Canada 

ALBERTA 

Edmonton T5J 2M6, Century Sales & 
Service Limited, 10008-107 Avenue. 


BRITISH COLUMBIA 
Vancouver V5T 1H6, Malkin & Pinton 
Industrial Supplies, 325 East 5th Avenue. 


MANITOBA 
Winnipeg R3G OK4, Westburne Industrial 
Enterprise Limited, 1300 St. Mathews Ave. 


NOVA SCOTIA 
Halifax, B3J 2P2, Micmac Agencies 
Limited, 861 Maclean Street. 


ONTARIO 

Downsview M3J 1N1, Pipe Tools Supply 
Limited, Units 5A & 5B, 3701 Keele Street; 
Ottawa K1Y 3E5, Moham Electric Ltd., 949- 
B Gladstone Avenue; Stoney Creek L8G 
3¥4, Charles Jones Industrial Ltd., 237 
Arvin Ave.; Sudbury P3E 4R4, EMCO 
Supply, 160 Douglas St., West; Willowdale 
M2K 2P7, W.H. Cunningham & Hill Limited, 
2760 Old Leslie Street. 


QUEBEC 
Saint-Foy, PQ, G1N 4A7, Electro Mecanik, 
Inc., 445 Marconi; St. Laurent, PQ, H4L 1A9, 
Westburne Industrial Enterprise Ltd., 4590 
Henri Bourassa West. 
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Full Lifetime Warranty* 


All RIDGID Power Equipment and Hand Tools are warranted against defects in 
workmanship and material. This warranty covers all RIDGID products except electric 
motors, which are warranted for six months from date of sale. NO OTHER 
WARRANTY, WRITTEN, OR ORAL, APPLIES. No employee, agent, dealer, or other 
person is authorized to give any warranty on behalf of The Ridge Tool Company. 
Claims Cannot be allowed until the questioned product has been received freight 
prepaid at our factory or your nearest Authorized Warranty Repair Station for Power 
Equipment. Defective products will be repaired or replaced, at our option, at no 
charge to you. Such replacement or repair is the exclusive remedy available from 
Ridge. RIDGE IS NOT LIABLE FOR DAMAGE OF ANY SORT, INCLUDING 
INCIDENTAL AND CONSEQUENTIAL DAMAGES. Some U.S.A. states do not allow 
the exclusion or limitation of incidental or consequential damages, so the above 
limitation or exclusion may not apply. This warranty gives you specific legal rights, 
and you may also have other rights which vary from state to state. 


*Exception - RIDGID Portable Chain Saws are covered by a Limited Warranty which is 
stated below, and are serviced only by the factory authorized service stations which 
appear on a list packed with each saw. 


Chain Saw 
Limited Warranty (Valid in U.S.A. only) 


The Ridge Tool Company warrants each saw to be free of defects in workmanship 
and material for a full sixty (60) days from the date of purchase. Rental saws are 
warranted for thirty (30) days from the date of purchase. This warranty is limited to 
the repair or replacement of saw part(s) no charge; excluded are the chain, bar and 
sprocket when damaged by striking a foreign object, or lack or lubrication, or normal 
wear and sharpening during warranty period, and engine components damaged by 
using improper fuel mixture. Present the saw to the place of purchase if a servicing 
dealer for warranty repairs or an authorized master service center when purchased 
fromanon-servicing dealer. Authorized master service center lists are available at the 
place of purchase. This warranty is not in effect if the saw is improperly handled or 
neglected. Also, the saw is not warranted if it is altered in any way which, in our 
judgment, affects its condition or operation or if itis repaired at other than a factory 
authorized service station. THIS WARRANTY GIVES YOU SPECIFIC LEGAL 
RIGHTS, AND YOU MAY ALSO HAVE OTHER RIGHTS WHICH VARY FROM STATE 
TO STATE. NO CLAIMS FOR CONSEQUENTIAL OR OTHER DAMAGES WILL BE 
ALLOWED AND THERE ARE NO OTHER EXPRESS WARRANTIES, EXCEPT 
THOSE EXPRESSLY STIPULATED HEREIN. SOME STATES DO NOT ALLOW 
LIMITATIONS ON HOW LONG AN IMPLIED WARRANTY LASTS, OR THE 
EXCLUSION OR LIMITATION OF INCIDENTAL OR CONSEQUENTIAL DAMAGES, 
SO THE ABOVE LIMI ONS OR EXCLUSION MAY NOT APPLY TO YOU. The Ridge 
Tool Company’s policy is to continuously improve our saws. Therefore, the Ridge 
Tool Company reserves the right to change, modify, or discontinue models, designs, 
specifications, and accessories of all products at any time without notice or 
obligation to any purchaser. CAUTION: A RIDGID saw operated with a governor or 
speed limiting device which has been manually made inoperative will void this 
warranty. 


Ridge Tool Sales Offices and Warehouses Ridge Tool Subsidiary 
are located in EUROPE, CANADA, LATIN Emerson Electric Co. 
AMERICA, FAR EAST, AUSTRALASIA, ED 
MID-EAST, AND AFRICA 
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